SECTION C1PRIVATE 

GRASS MOWING


C1‑1
 SCOPE OF WORK.  The work performed under this

section consists of furnishing labor, equipment, fuel,

transportation, tools and supplies necessary for mowing and

trimming grass and vegetation in strict accordance with these

specifications for the areas listed in Exhibit A.

C1‑2
 MATERIALS.  Not Used.


C1‑3  WORK TO BE PERFORMED.


C1‑3.1  General.  For the purpose of this contract, mowing

is defined as the cutting of grass, weeds, vines, or other

vegetation.  Trimming is defined as the cutting of grass, weeds, vines, or other vegetation around items such as buildings, sidewalks, guardrails, posts, instruments, telephone poles, drinking fountains, grills, campsites, fire rings, picnic tables, trees, shrubbery, curbing, stone slope protection areas, bumper blocks in camping and parking areas, and other such obstacles.  


C1-3.1.1  Ordering Mowings.  When a Task Order is issued to mow a designated area, mowing shall be completed within the period specified in Exhibit A, following said notification.  This excludes variances, i.e. weekends, holidays, or other variances allowed or required by the COR.  All variances allowed or required by the COR, will be submitted to the Contractor in writing.  Areas shall be mowed in the order they are listed on the notification by COR.


C1‑3.1.2  Grass Height.  Mowing and trimming in each area must be done in such a manner as to provide uniform grass height.  Upon the completion of mowing and trimming in an area, all grass must be within the specified height limits as listed in paragraph C1-3.2.1. 


C1‑3.1.3  Mowing Hours.  Work to be performed in secured areas shall be accomplished during normal project work hours shown at Exhibit A.  All mowing operations shall be performed during daylight hours.  The COR may suspend mowing and/or trimming operations at any time, because of wet grounds, safety hazards, or 

other reasons which are deemed valid.  The COR shall deduct an amount equal to the cost of mowing the area, where mowing has been suspended.  (This deduction will be reflected in a Task Order modification.)  Likewise, mowing and trimming operations shall not be conducted on Saturdays, Sundays, or Federal holidays, unless approved in writing, in advance, by the COR.  Work approved for weekends or holidays shall be at no additional expense to the Government.  Mowing in camping areas shall be performed between 9:00 a.m. and 6:00 p.m. It shall be the responsibility of the Contractor to locate each geotechnical instrument within the mowing limits, prior to each mowing and ensure that the instruments are visible to the employees working in the area.  The Contractor shall be responsible for any damage to such geotechnical instruments during mowing.  The Contractor shall also be held responsible for damage/breakage to water shutoff valves, risers, caps, and other Government property. 


C1‑3.2  Mowing Operations.  All mowing operations shall be

conducted to protect the grass, sod, equipment, trees and shrubs in the areas, and to ensure the safety of all persons in the vicinity of the mowing operations.  As a safety precaution, directing the open vent in the mower housing toward vehicles or people shall be avoided.


C1‑3.2.1  Description of Areas.  The areas to be mowed, with approximate acreage, are listed and shown on Exhibit A.  The height of cuts are broken into two different types.  Type I Cut - the required cut is 3 inches, and normally mowed when the grass height is less than 6 inches.  Type II Cut - the required cut height is 5 inches and is intended for meadows and fields with high grass.  


C1-3.2.2  Prior to Mowing.  Prior to mowing an area, the area shall be inspected for all visible trash, garbage, debris, drift, dead leaves and limbs, and such material shall be disposed of in accordance with Section C11 - ENVIRONMENTAL PROTECTION.  Should such material be struck by a mower and scattered, the scattered pieces shall be picked up and disposed of before leaving the area. Fallen trees shall be placed at a convenient location for future pickup by the Contractor.  It shall be the Contractor's responsibility to keep grass clippings, litter, etc., that are cut up by the mower blades, off the road, sidewalks, areas under picnic tables, parking lots, camping pulloffs, benches, etc. 


C1-3.2.3  Soft and Damp Areas.  All soft and damp areas shall be mowed assuring no damage or ruts the landscape.


C1‑3.2.4  Mowing.  The Contractor shall provide grass mowing as necessary to maintain the proper height and as defined for each area as specified in Exhibit A.  The Contractor shall be liable for replacement of trees and shrubs damaged by mowing equipment.


C1‑3.3  Trimming.  All trimming of an area shall be performed in conjunction with the mowing of the area and shall be completed within 24 hours of completion of the mowing.  Trimming shall ensure that all vegetation adjacent to woody plants and structures, including but not limited to, buildings, fences, signs, and surface areas be uniform in height as designated for each area in Exhibit A. 

     C1-3.3.1  Alternative Herbicide Application.  The Contractor may elect, at no additional cost to the Government, to apply herbicide in accordance with herbicide application guidance contained in Section C2 - MAINTENANCE OF LANDSCAPED AREAS in order to reduce or eliminate mechanical trimming.


C1‑3.4  Removal of Grass Clippings.  The Contractor shall gather clippings from mowed areas only when requested by the COR.  All clippings shall be removed by the Contractor, and disposed of as specified in Section C11 - ENVIRONMENTAL PROTECTION.  This applies only to areas which are mowed on a regular basis; it does not apply to areas which are mowed less than twice a month during the mowing season.


C1‑4
 SPECIAL REQUIREMENTS.


C1‑4.1  Deficiencies.  It is the intent of this requirement that mowing operations be started within 24 hours of notification by the COR and continued uninterrupted until all work is completed. The mowing and trimming described on the Task Order shall be completed within the time period specified in Exhibit A following notification by the COR.  If the work is not completed at the end of the time period, a Contractor Deficiency Report (CDR) will be issued as described in Section H - SPECIAL CONTRACT REQUIREMENTS. 


C1‑4.2  Safety.  In addition to the Occupational Safety and

Health Act (OSHA) Safety Standards and Corps of Engineers Safety and Health Requirements Manual, EM 385‑1‑1, the Contractor shall comply with the following:

On steep and uneven terrain, use of flails or similar type mowing apparatus shall not be permitted.


Safety glasses with side shields, hard hats, and safety

     shoes shall be the minimum safety apparel worn by persons

     operating any mowing or trimming equipment. 


All riding equipment, used on slopes of 3 horizontal to


1 vertical or steeper, shall have rollover protection in


addition to seat belts.


A standard "Mowing Ahead" sign in accordance with the

     Manual of Uniform Traffic Control Devices shall be erected

     on each end of mowing operations at every area when mowing

     is in progress within five feet of a roadway.


C1‑5  SCHEDULE OF WORK.  All work under this section will

be ordered as described in Exhibit A.    


C1‑6
LOCATION OF WORK.  The location of the work and the

limits and requirements for each service are shown on Exhibit A.

C1‑7  GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  Not Used.


C1‑8
 MEASUREMENT AND PAYMENT. 


C1-8.1  Mowing Services, Type I.  Measurement and payment for mowing services will be made at the applicable contract unit price per each service completed or acre mowed, as identified on the price schedule, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C1-8.2  Mowing Services, Type II.  Measurement and payment for mowing services will be made at the applicable contract unit price per each service completed or acre mowed, as identified on 

the price schedule, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C1-8.3  Removal of Grass Clippings.  Measurement for

removal of grass clippings will be made by the area treated as

specified, measured to the nearest tenth of an acre.  Payment for

removal of grass clippings will be made at the applicable contract unit price per acre which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

                           SECTION C2

                 MAINTENANCE OF LANDSCAPED AREAS


C2‑1
SCOPE OF WORK.  The work performed under this

section consists of furnishing labor, equipment, fuel,

transportation, tools and supplies necessary for the performance

of the services set forth in the schedule and in strict

accordance with these specifications for the areas listed in Exhibits A and B.


C2‑2  MATERIALS.  Materials meeting the following

requirements shall be furnished by the Contractor as required for

performance of the work under this contract.


C2‑2.1  Topsoil.  Additional topsoil, if required, beyond

that available from stripping operations, shall be a natural,

friable soil representative of productive soils at the site.  It

shall be obtained from well‑drained areas and shall be free of

subsoil, foreign matter, objects larger than one inch in

any dimension, toxic substances, and any material or substances

that may be harmful to plant growth.


C2‑2.2  Landscape Mulch.  Landscaping mulch shall consist of shredded hardwood and bark that is free from deleterious material and shall be stored so as to prevent inclusion of foreign materials.


C2‑2.3  Tree Guards.  Tree Guards shall be plastic wrap‑around tree guards at least 18" in height.  They shall be placed around the trunks of all newly planted trees to protect them from mower and rodent damage.


C2‑2.4  Tree Wrapping.  Tree Wrapping shall be two thicknesses of crinkled paper cemented together with a layer of bituminous material.  Wrapping material shall be a minimum of four inches in width and have a stretch factor of 33‑1/3 percent.  Twine for tying shall be lightly tarred medium sisal yarn.


C2‑2.5  Trees/Shrubs/Plants.  Trees and shrubs will be the

species and size specified in the Task Order.  They will be

identified with durable waterproof labels and weather resistant

ink.  Plants shall be nursery grown or plantation grown stock.

Planting stock shall be well‑branched and well formed, sound,

vigorous, healthy, and free from disease, sun‑scald, windburn,

abrasion, and harmful insects or insect eggs and shall have

healthy, normal and unbroken root systems.  Plants shall be inspected upon arrival at the job site.  Any plant material judged unacceptable shall not be used.


C2‑2.6  Pesticides.  The Government will ordinarily allow

the use of only general-use (non‑restricted) pesticides.  However, unusual conditions may require the use of restricted-use pesticides, provided prior approval is obtained from the COR.  Following is a partial list of pre-approved restricted-use pesticides:

Trade Name

Chemical Name

Type of Pesticide

Roundup

Glyphosate


Herbicide   

Rodeo


Glyphosate


Herbicide   

Amitrole

Aminotriazole

Herbicide

Surflan

Oryzalin


Herbicide

Ficam D

Bendiocarb


Insecticide

Ficam W

Bendiocarb


Insecticide

Dursban

Chlorpyrisos

Insecticide

Other pesticides may be substituted for those listed above, with prior approval by the COR.


C2‑2.7  Handrail and Posts.  Handrail and Posts shall be Southern Yellow pine, No. 1, well seasoned and free of any defects.  Posts shall be 4" x 4", handrail shall be 2" x 6".  All lumber shall be pressure treated in accordance with AWPA C2-95, “Lumber, Timber, Bridge Ties and Mine Ties -- Preservative Treatment by Pressure Processes,” using preservatives listed in AWPA P5-95, “Standards for Waterborne Preservatives,” to a retention of 0.40 pcf.


C2‑2.8  Fertilizer.  The fertilizer used shall conform to

Commercial Item Description CID A-A-1909, Type I, Class 2 and shall be commercial grade and uniform in composition.  The granular fertilizer shall bear the manufacturer's guaranteed statement of analysis.  Granular fertilizer shall contain a minimum percentage by weight of:  6 nitrogen of which 40 percent shall be organic, 10 available phosphoric acid, and 4 potash.


C2-2.9  Turf-grass seed and mulch.  Perennial turf-grass seed mixture shall be appropriate for the particular site conditions i.e. light, moisture, traffic.  Mulch shall be hay or straw which is free of fertile noxious plant seeds, briars, etc.

     C2‑3  WORK TO BE PERFORMED.


C2‑3.1  Pruning and Maintenance of Trees and Shrubs.


C2‑3.1.1  Pruning Ornamental Plants.  Ornamental plants

around buildings, bulletin boards, entrance gates and other

landscaped areas, shall be pruned when ordered.  Plants shall be thinned to encourage bushier growth and remove dead and broken branches.  The typical growth habit of individual plants shall be retained, with as much height and spread as practical.  The maximum totals by area for trees and shrubs to be maintained are shown on Exhibit B.


C2‑3.1.2  Maintenance of Non‑ornamental Plants.  Designated

non‑ornamental trees and shrubs shall be pruned to remove dead,

diseased, or potentially hazardous branches, limbs and stems.  


C2‑3.1.3  General.  


C2-3.1.3.1  Cutting Techniques.  Cuts shall follow recommended National Arborist Association practices. (See the following website:  http://www.natlarb.com/standard.htm).

All cut limbs and trimmings shall be removed from the work site, and disposed of as specified in Section C11 - ENVIRONMENTAL PROTECTION.


C2-3.1.3.2  Use of Pesticides.  The use of pesticides by the Contractor shall be in accordance with the project’s approved Annual Pest Control Plan.   All pesticide applications planned by the Contractor shall be included in this plan.  The Contractor shall submit pesticide application plans for each calendar year to the COR by December 1 of the preceding year.   


C2‑3.2  Planting Trees, Shrubs, or Plants.  Ornamental

trees, shrubs, and ground covers shall be planted around

buildings, in public use areas, or in other areas as requested in

the Task Order.  The plants that shall be provided by the Government or the Contractor are specified in Exhibit B.  Planting shall normally be done between 1 October and 15 June.


C2‑3.2.1  Storage.  Plants shall be stored and protected by the Contractor in accordance with recommended National Arborist Association practices.  Storage of materials shall be in areas approved by the COR.


C2‑3.2.2  Handling.  Care shall be taken to avoid damaging plants.  Damaged plants will be rejected and shall be

removed from the site.


C2‑3.2.3  Topsoil.  The existing surface soil, stripped to

the depth indicated shall be stockpiled on the site for use in

planting.  If the COR determines that this soil is unsuitable,

additional topsoil meeting the requirements of paragraph C2‑2.1

shall be imported and stored on the site.


C2‑3.2.4  Site Preparation.  Plant material locations and

bed outlines shall be staked on the project site before any plant

pits or beds are dug.  Plant material locations may be adjusted
by the COR to meet field conditions.  The size of plant pits shall be as shown on the Standard Tree Planting Detail and Standard Shrub Planting Detail in Exhibit B.


C2‑3.2.5  Installation.  Planting shall be performed when

requested in the Task Order.  Plants shall be planted in accordance with recommended National Arborist Association practices.  Fertilizer shall be incorporated into the topsoil at the rate of five pounds of fertilizer for each cubic yard of topsoil for both deciduous and evergreen trees and shrubs.  


C2‑3.2.6  Watering.  Sufficient water shall be applied to penetrate the planting bed to a depth of four inches.


C2‑3.2.7  Mulching.  Mulching shall take place within 48

hours after planting.  Mulch shall be spread to a uniform

thickness of three inches.  Mulching of shrubs shall extend from the center of the plant to the outer tips of branching or to the edge of planting bed as shown on the planting plan.


C2‑3.2.8  Wrapping.  Wrapping shall follow recommended National Arborist Association practices.  The wrapping shall be securely tied.


C2‑3.2.9  Staking.  Plants shall be staked and guyed as shown on the Standard Tree Planting Detail and Standard Shrub Planting Detail in Exhibit B.   Hose chafing guards and staking shall be used where wire would contact the plant.  


C2‑3.2.10  Waste removal and Turf Repair.  Excess and waste

material shall be removed and disposed of as specified in

Section C11 - ENVIRONMENTAL PROTECTION.  Existing grass areas that have been damaged or scarred during planting operations shall be restored to their original condition.


C2‑3.3  Brush Cutting/Removal.  Brush cutting is defined as the cutting (flush with the ground) of coarse shrubby vegetation. All removals will be designated by the COR.  Brush shall be removed and disposed of in accordance with Section C11 - ENVIRONMENTAL PROTECTION.


C2‑3.4  Access Road Clearing.  Trees, brush, vines, briars, weeds and vegetation along designated access roads shall be cleared and cut as required to allow clear and safe passage.  Clearances shall be as specified in Exhibit A.  In some areas the COR may elect to have some of the trees left in place on the below grade side of the road.  In some cases, the COR may allow cut brush to be windowed in designated locations.  If this is permitted, it will be stated in the Task Order.  All brush, trees, vines, weeds and vegetation shall be disposed of as specified in Section C11 - ENVIRONMENTAL PROTECTION. 


C2‑3.5  Pesticide Application.  For the purposes of this contract, “Pesticide Application” includes the use of herbicides, insecticides, fungicides, larvicides and rodenticides.  The Contractor shall provide ground application services for pesticides at the locations indicated in the Task Order and as shown in Exhibit B.  Application shall be done in accordance with all local, state, and Federal laws; and a minimum of one state certified applicator shall be supervising during all work.  Proof of certification shall be submitted to the COR prior to starting herbicide application.  All safety standards shall be followed including manufacturers recommendations.  The pesticides shall be mixed and applied in accordance with the manufacturer's specified application rate.  A kill rate of 95% of the target pests shall be considered the standard for pesticide application on the project. All proper precautions shall be employed to prevent the pesticides from contaminating surrounding areas.  The Contractor shall furnish and use a spray pattern indicator such as Blazon (Monsanto Corp.) which is inert and biodegradable in all spraying operations. When requested by the COR, the Contractor shall provide barricades and/or proper signs, to protect the public from exposure to the pesticides.  All pesticides must be approved by the COR prior to their use on Government property.  Following each application of pesticides, a "Pesticide Application Record" ORD Form 1031 (Exhibit N) shall be completed by the Contractor and submitted to the COR.  Pesticides shall conform to the requirements of paragraph C2‑2.6.  The Contractor shall mix and store all pesticides off project.  The Government reserves the right to inspect the equipment to be used at any time and to require its removal from the worksite, if it is found to be unsafe for the type or condition of the worksite.  The Contractor must provide adequate safety equipment, and ensure its use during applications.


C2‑3.6  Mulching.


C2‑3.6.1  Mulching of Shrub Beds, and Individual Trees and Shrubs.  Mulching of shrub beds and individual trees and shrubs in service areas shall consist of cleaning and replacement of all mulch within the boundaries of shrub beds or around individual trees and shrubs.  Replacement will consist of spreading new shredded hardwood bark and mulch, free of deleterious material at a minimum of 24 inches around the base of individual trees and shrubs and within the boundaries of shrub beds.  All mulch shall be replaced at a minimum depth of 3 inches.  See Exhibit B.


C2-3.6.2  Mulching of Campsites, Playgrounds, and Footpaths. Mulching of individual campsites, playground sites and footpaths in service areas shall consist of cleaning and replacement of all mulch as specified in the Task Order, within the boundaries of campsites, playgrounds or footpaths.  Replacement will consist of spreading new shredded hardwood bark and mulch, free of deleterious material within the boundaries of each site.  All mulch shall be replaced at a minimum depth of 3 inches.  Minimum order shall be 25 SY.  Mulch removed shall be disposed of as detailed in Exhibit B.  


C2‑3.6.3  Initial Mulching.  When ordered, shrub beds, individual trees and shrubs, campsites, playgrounds or footpaths shall be cleaned and mulched as an initial service.   Shrub beds, campsites, playgrounds or footpaths shall be mulched within the boundaries of the site with a three inch minimum depth.  Individual trees and shrubs shall be mulched to a minimum of 24 inches from the base of said tree or shrub, with a three inch minimum depth.  This includes removal of all material prior to mulching.  Material shall be disposed of as detailed in Exhibit B.

C2-3.6.4  Weeding in Planter Areas.  When ordered, grass and weeds shall be removed from planter areas (including shrub and flower bed areas) and around buildings, restrooms, washrooms, impacted playgrounds, contact stations, etc.  A listing of these areas is in Exhibit B.


C2‑3.7  Leaf Removal.  Leaves shall be removed from the

areas indicated in Exhibit A.  Leaf removal shall occur in the

fall, normally between 15 October and 15 November and in the

spring normally between 15 March and 30 April.  All leaves shall

be removed and disposed of as specified in Section C11 - ENVIRONMENTAL PROTECTION.


C2‑3.8  Trail Maintenance.  Hiking and nature trails shall be maintained to provide a safe and aesthetically pleasing area for project visitors.  Trails shall be maintained free of trash, debris, and slipping and tripping hazards.  Trail areas are identified in Exhibit B.


C2-3.8.1  Trail Surfaces.  A continuous covering of wood chips shall be applied to trail surfaces in areas designated by the COR to assure a minimum tread width of three feet and depth of three inches.  Trees or branches which may have fallen across the trail shall either be removed to the side of the trail, or have a five-foot minimum section removed to provide adequate passage.  


C2-3.8.2  Trail Steps.  Steps shall be maintained as outlined below.  Broken, cracked, missing or rotted boards and timbers shall be replaced utilizing treated lumber, unless as specified in the Task Order.  Loose boards and timbers shall be secured with no protruding lag screws, screws, nails, or anchoring devices.  


C2-3.8.3  Trail Handrails and Posts.  Handrails and posts shall be maintained as outlined below.  Broken, cracked, missing or rotted boards and timbers shall be replaced utilizing treated lumber, unless otherwise specified in the Task Order.  Loose boards and timbers shall be secured with no protruding lag screws, screws, nails, or anchoring devices.  Posts for handrail shall be 42 inches high above ground level.  The footing for posts shall be 36 inches deep and 12 inches wide.  Handrail sections shall be mounted at a uniform height of 36 inches above ground level, flush to the side of the mounting posts.  Posts shall be located a maximum of 10 feet on center.  Rails shall be free of splinters and rough surfaces.  


C2-3.8.4  Trail Pruning.  Low branches along the trails shall be pruned to a minimum height of seven feet and one foot back from the trail edge on both sides to provide safe and adequate passage for the public.  Pruning shall be accomplished as described in paragraph C2-3.1.  


C2-3.8.5  Station Number Posts.  Replacement posts shall be installed as specified below.  Posts shall be as specified in paragraph C2-2.7 for handrail posts, except that the station number posts shall be 6" X 6" high and 3/8" deep.  Letters shall be routed directly into the posts.  Letters shall be 2” high and 3/8” deep.  Posts shall be set at a height of 31 inches above the ground surface.  The footing for posts shall be 48 inches deep and 18 inches wide.  The post shall be set in concrete up to a depth of 24 inches below the ground surface.  The remainder of the hole shall be filled with soil and tamped.    


C2‑3.9  Tree Removal.  Trees to be removed will be blazed

with bright colored paint.  (The color will be designated at the time the Task Order is issued.)  


C2-3.9.1  In all recreation areas with campfire facilities, all parts of trees removed which are suitable for firewood shall be cut into 20‑30 inch sections and shall be stacked on adjacent campsite spurs or at locations designated by the COR.  All sections of wood 16 inches or greater in diameter shall be split into usable pieces of firewood.  


C2-3.9.2  In recreation areas and campgrounds, stumps shall be removed as specified in paragraph C2‑3.10.  In all other locations stumps shall be cut flush with the ground unless specified in the Task Order.  All other parts of the tree not suitable as firewood, including the stump, shall be removed from the project and disposed of in accordance with Section C11 - ENVIRONMENTAL PROTECTION. 


C2-3.9.3  In all other areas, the Contractor shall remove all wood from the project and dispose of it in accordance with Section C11 - ENVIRONMENTAL PROTECTION.  Wood chips from tree maintenance services may be used to mulch around trees in landscaped areas or to cover trail surfaces subject to approval of the COR.  The COR may permit stacking cut limbs or brush in designated locations for wildlife habitat improvement purposes by annotating the Task Order.


C2‑3.10  Stump Removal.  Existing stumps to be removed will be blazed with bright colored paint.  The removal of existing stumps in all recreation areas and campgrounds shall include the removal of the stump to a depth of at least 12 inches below the ground surface and the removal of all exposed roots, unless otherwise specified in the Task Order.  All debris from the removal of stumps shall be removed from the project and disposed of in accordance with Section C11 - ENVIRONMENTAL PROTECTION.  Debris from the removal of stumps shall not be used as fill material.  All areas from which stumps are removed shall be filled, tamped, and graded to match adjacent contours.  Replacement fill material shall consist of topsoil conforming to paragraph C2‑2.  Areas from which stumps have been removed shall be reseeded with a seed mixture appropriate for the particular site conditions.  A continuous mulch covering shall be placed over all reseeded areas.


C2‑3.11  Topsoil Placement.  Areas designated in the Task Order for topsoil placement will be outlined on the site by stakes with flagging.  The Contractor shall supply and spread topsoil on designated areas. The minimum order shall be 25 SY.


The Contractor shall cover these areas with a minimum of two

(2) inches depth of topsoil (to be measured after compaction or

settling).  Some areas within the depressions may require a

substantially greater depth of topsoil (not greater than 12").  The final grade level will be even with the surrounding ground.  All clods or stones exceeding one (1) inch in diameter shall be removed.  The Contractor shall load, haul and dispose of excess soil, stones, dirt clumps, etc., after completion of the work, in accordance with Section C11 - ENVIRONMENTAL PROTECTION.


C2‑3.12  Turfgrass Establishment.  Areas covered for this work shall be specified in the Task Order.  The Contractor shall  loosen the soil within the designated planting area to prepare a seedbed to a minimum depth of two (2) inches.  The seedbed shall be leveled and all stones and dirt clods greater than one (1) inch in diameter shall be removed.  Lime, fertilizer, perennial turfgrass seed, and hay or straw mulch shall be applied.  Seed shall be a high quality mixture which is suited for the growing conditions at the site.  The Contractor shall load, haul and dispose of excess soil, stones, dirt clumps, etc., which may be left over after completion of the work, in accordance with Section C11 - ENVIRONMENTAL PROTECTION.  The minimum order shall be 25 SY.


C2‑3.12.1  Turfgrass, Final Acceptance.  Thirty days after the initial seeding, an inspection will be made to determine if an adequate stand of grass has become established.  The Contractor shall be required to reestablish the turfgrass on any areas exhibiting bare spots or sparse growth at no additional cost to the government. 


C2‑4  SPECIAL REQUIREMENTS.  Not Used.  


C2‑5  SCHEDULE OF WORK.  All work under this section will

be ordered as described in Section H, SPECIAL CONTRACT REQUIREMENTS, upon receipt of Task Order.  The Contractor shall begin work within 24 hours of receipt of the Task Order.


C2‑6  LOCATION OF WORK.  The location of the work will be specified on the Task Order.


C2‑7  GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  Not Used.


C2‑8  MEASUREMENT AND PAYMENT.


C2‑8.1  Pruning.  Measurement and payment for pruning will be made by the number of trees or shrubs pruned at the applicable unit price which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C2-8.2  Pruning Hedge Rows.  Measurement and payment for pruning hedge rows will be made by the linear foot at the applicable contract unit price which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C2‑8.3  Planting Trees, Shrubs, or Plants.  Planting of

trees and shrubs will be paid for by the number and kinds of trees and shrubs as indicated on the Schedule.  Payment shall include all work required for planting the trees and shrubs, including topsoil, as indicated on the Standard Tree Planting and Shrub Planting Details in Exhibit B and as specified herein.  


C2-8.4  Maintenance of Plants.  Measurement and payment for maintenance and establishment of the plants after planting shall be paid as indicated on the schedule.  This work shall include all work required to maintain and establish the plants as described herein including the cost of replacement, except where furnished by the Government.


C2‑8.5  Brush Cutting/Removal.  Measurement and payment for brush cutting/removal will be made at the applicable contract unit price by the number of square yards, square foot or each, as identified on the price schedule, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C2‑8.6  Access Road Clearing.  Measurement and payment for access road clearing will be made at the applicable contract unit price by the linear foot along each side of the road, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C2‑8.7  Pesticide Application.  Measurement and payment will be made at the applicable contract unit price per acre, square yard, or each, as identified on the price schedule for each area of application, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C2‑8.8  Mulching. 


C2-8.8.1  Mulching Shrub Beds.  Measurement and payment will be made at the applicable unit price per square yard for mulching shrub beds by each site of the shrub bed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  

 
C2-8.8.2  Mulching Individual Trees/Shrubs.  Measurement and payment will be made at the applicable unit price per square yard for Individual trees/shrubs for the recreation area on the basis of 1.5 square yard per individual tree/shrub, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C2-8.8.3  Mulching Campsites, Playgrounds or Footpaths.  Measurement and payment for mulching Campsites, Playgrounds, or Footpaths, will be made at the applicable contract unit price per square yard by site, which price shall include all costs of labor, supplies, and equipment required to compete the work as specified.   


C2-8.8.4  Initial Mulching of Shrub Beds, Campsites, Playgrounds or Footpaths.  Measurement and payment for Initial Mulching of Shrub Beds, Campsites, Playgrounds, or Footpaths, will be made at the applicable contract unit price per square yard by site, which price shall include all costs of labor, supplies, and equipment required to compete the work as specified. 


C2-8.8.5  Initial Mulching of Individual Trees/Shrubs.  Measurement and payment for initial mulching of individual trees and shrubs will be made on the basis of 1.5 square yard per individual tree/shrub, which price shall include all costs of labor, supplies, and equipment required to compete the work as specified.   


C2-8.8.6  Weeding in Planter Areas.   Measurement and payment for removal of Weeding in Planter Areas will be made at the applicable contract unit price per each service, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C2-8.9  Leaf Removal.  Measurement and payment for Leaf Removal will be made at the applicable contract unit price per each service, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C2‑8.10  Trail Maintenance.    


C2-8.10.1  Chipping Trail Surfaces.  Measurement and payment for chipping trail surfaces will be made at the applicable unit price by the square yard of area mulched, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C2-8.10.2  Trail Steps.  Measurement and payment for replacing steps will be made at the applicable contract unit price for each step replacement, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C2-8.10.3  Trail Handrails and Posts


C2-8.10.3.1  Trail Handrails.  Measurement and payment for replacing Handrails will be made at the applicable contract unit price per linear foot, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C2-8.10.3.2  Trail Posts. Measurement and payment for replacing Posts will be made at the applicable contract unit price per linear foot, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C2-8.10.4  Trail Pruning. Measurement and payment for Trail Pruning will be made at the applicable contract unit price per linear foot, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C2-8.10.5  Station Number Posts.  Measurement and payment for replacing posts will be made at the applicable contract unit price for each post, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

     C2-8.11  Tree Removal.  


C2-8.11.1  Tree Removal with Stump.  Measurement for Tree Removal with Stump will be made at the applicable contract unit price by the number of trees removed, which price shall include 

all costs of labor, supplies, and equipment required to complete the work as specified.


C2-8.11.2  Tree Removal without Stump. Measurement for Tree Removal without Stump will be made at the applicable contract unit price by the number of trees removed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C2‑8.12  Stump Removal.  Measurement for stump removal will

be made at the applicable contract unit price by the number of stumps removed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified, including the reseeding of the disturbed area.


C2‑8.13  Topsoil Placement.  Measurement for placing topsoil will be made at the applicable contract unit price by the square yard of area covered, which price shall include all costs of labor, materials, and equipment required to complete the work specified.


C2‑8.14  Turfgrass Establishment.  Measurement of turfgrass

establishment will be made at the applicable contract unit price  by the number of square yards in the area designated, which price shall include all costs for labor, materials, and equipment required to complete the work specified. 

SECTION C3


CLEANING SERVICES


C3‑1  SCOPE OF WORK.  The work performed under this

section consists of furnishing labor, equipment, fuel,

transportation, tools and supplies necessary for the performance

of the services described herein, for the areas, facilities and equipment listed in Exhibit C.


C3‑2  MATERIALS.  All materials, except those listed in 
Exhibit C to be furnished by the Government, shall be furnished by the Contractor.  All materials shall meet the requirements listed in Exhibit C.  Materials required in the performance of the work which are not specified shall be commercial products suited for the intended use.


C3‑3  WORK TO BE PERFORMED.


C3‑3.1  General.  All trash and debris, drift, ashes and

garbage shall be removed as required and deposited in a designated solid waste container.  All cleaning services within work areas, offices, buildings, picnic areas and campgrounds shall be performed so as not to interfere with the users.  The restrooms shall be closed during cleaning.


C3‑3.2  Restroom, Locker Room, and Washhouse.  All interior floors, walls, windows, doors, louvers, sills, light covers, fixtures, mirrors, shower curtains and stalls, benches, partitions (exterior and interior), wash basins, and interior trash receptacles, shall be cleaned during each service.  Cleaning shall also include the removal of all dust from window sills and screens and the removal of insects and insect nests.   All shower stalls, toilets, inside of vault toilet seats, urinals, sinks, and floors shall be sanitized during each cleaning.  All toilet tissue fixtures shall be checked and filled during each cleaning.  An equivalent of one full roll of any toilet paper shall be maintained per fixture.  All drawings, writings, or graffiti that can be removed with commercially available cleansers or solvents shall be removed.  Exterior drinking fountains attached to restroom buildings will be considered part of the restroom and will be cleaned as part of a restroom service.  Prior to leaving 

the restroom, locker room, or washhouse, all remaining cleanser shall be thoroughly rinsed, and excess water mopped dry or otherwise removed.  There shall be no soap film or residue left after any cleaning operations.


C3-3.2.1  Minor Maintenance.  During each cleaning the Contractor shall perform minor maintenance to insure continued operation of subject facilities.  Such maintenance shall include, but not be limited to, tightening loose fittings, screws or bolts, checking and turning off water faucets, cleaning drains with a plunger and/or snake, and replacing all burnt out light bulbs and damaged or worn out shower curtains. 


C3‑3.2.2  Reporting Maintenance Requirement.  On each day work is performed, the Contractor shall report the following to the COR:



(1)
Malfunctioning or damaged fixtures.  The

Contractor shall turn off water to that fixture.



(2)
Damaged toilet paper holders, broken windows,

screens, or mirrors or any damage which could cause injury.

If injury could result from the use of a damaged item, the

Contractor shall remove the item from service and report

such action immediately to the COR or Inspector.



(3)
Leaks in plumbing which cannot be stopped by the

tightening of a fitting.



(4)
Damaged door latches which cannot be repaired by

the tightening of a screw or bolt.



(5)
Floor, sink and shower drains and toilets which

cannot be unplugged by a plunger and/or snake.


C3‑3.2.3  Power Outages.  When "No Power" complaints are received for restrooms or washhouses, the Contractor shall check the ground fault circuit interrupter for that service and reset the circuit interrupter or breaker or replace fuses, as necessary. If power is still off, the condition shall be reported to the COR for repair, and the affected restroom or washhouse shall be locked up as requested by the COR.  A sign (provided by Contractor)

informing the public that the restroom is out of order shall be installed.


C3‑3.2.4  Pest and Odor Control.  The Contractor shall place devices approved by the COR in the restrooms or washhouses for the control of pests during the contract period.  The Contractor shall add odor control material to vault toilets the first cleaning each week.  The material shall cover the entire contents of the vault.


C3‑3.2.5  Water Problems.  If a restroom or washhouse does not have water, the Contractor shall inspect it to determine the cause. If the cause is a closed valve, the valve shall be opened if possible; if not, the affected building shall be locked up, a sign (provided by the Contractor) shall be placed on the facility to notify the public, and the COR shall be notified.


C3‑3.2.6  Toilets.  It is the contractor's responsibility to unclog blocked toilets in campground restrooms within one (1)

hour of notification.  This service shall be accomplished any time

between 8:00 a.m. and 12 midnight in order to assure proper

functioning facilities.


C3-3.2.7
Lockers.  If lockers are present in the cleaning area, the outside of the lockers shall be cleaned and dusted.


C3-3.2.8  Pressure Wash.  The interior and exterior of the building shall be cleaned when ordered using a pressure sprayer. 


C3‑3.3  Emergency Cleaning for Restrooms and Washhouses.

At times emergency cleanings may be necessary due to heavy

use.  These cleanings will be ordered by the COR and may

be required to be accomplished within the time period specified in Exhibit C.  All services specified in paragraph C3‑3.2 shall be performed.


C3‑3.4  Additional Cleaning for Restrooms and Washhouses.  All services specified in paragraph C3-3.2 shall be performed. 


C3-3.5  Project Offices/Visitor Centers.  All items listed in C3-3.5.1 through C3-3.5.18 are to be cleaned each service.   


C3-3.5.1  Floors.  When completing the floor work listed below, furniture should be moved, as needed, to assure that all areas are cleaned.  Furniture shall be replaced as work is completed.


C3‑3.5.2  Uncarpeted Floors.  All uncarpeted floors shall be swept and wet mopped or vacuumed during each cleaning service.  A disinfectant cleaner shall be used for all mopping work.  All floors shall look clean and all scuff marks shall be removed by the Contractor.


C3‑3.5.3  Carpeted Floors.  All carpeted floors shall be vacuumed each cleaning service, including corners and floor molding.  Throw rugs and rubber mats shall be thoroughly vacuumed or shaken outside.


C3‑3.5.4  Windows.  All windows, interior and exterior,

including windows in doors shall be kept clean.  Windows shall be washed with an approved cleaner.  Sills and venetian blinds shall be dusted each cleaning.


C3‑3.5.5  Doors.  All doors, interior and exterior, shall be

dusted and cleaned and all smudge or dirt marks shall be removed.


C3‑3.5.6  Furniture (Desks, Tables, Chairs, Stools,

Bookcases, Map Cabinets, etc.) Dust and wipe all vertical and horizontal surfaces. 



(1)  Wood desks (including glass), credenzas, tables and finished counter tops ‑ dust and clean tops, which are

cleared of paperwork, books, etc.  Clean surfaces with approved cleaner.



(2)  Metal desks, cabinets, shelves ‑ damp wipe sides.



(3)  Chairs and stools.  Clean fabric with an approved upholster cleaner.



(4)  File cabinets and shelves.



(5)
Book cases and cabinets with glass doors (including glass)



(6)  Benches ‑ Vacuum cloth surfaces and clean all

soiled areas.  

C3‑3.5.7  Drinking Fountains.  Drinking fountains shall be

cleaned and disinfected.


C3‑3.5.8  Pictures and Displays.  All picture frames and

exhibits shall be dusted.  


C3‑3.5.9  Baseboards.  All baseboards shall be dusted and cleaned of any scuff marks or soiled areas.


C3‑3.5.10  Lights.  Light fixtures and covers shall be

cleaned.  Burned out light bulbs shall be replaced on the inside

of buildings under this cleaning service.


C3‑3.5.11  Heating ‑ Cooling Return and Grills.  Grills shall be cleaned to remove dust and foreign matter.


C3‑3.5.12  Walls and Ceiling (Interior).



(1)  Dust, wipe and spot clean walls as needed.



(2)  Dust cobwebs, etc., from corners of walls and

ceiling each service.


C3‑3.5.13  Lunch Areas. Clean horizontal and vertical surfaces.



(1)  Cabinets and tables.



(2)  Stove/Microwave (outside).



(3)  Refrigerator (outside).



(4)  Sink, counter top and drainboard:  Clean exposed

surfaces.


C3‑3.5.14
 Trash receptacles - empty contents.  Replace liners, if soiled or torn.


C3‑3.5.15  Furnace Room.



(1)  Dust equipment, ducts and walls.



(2)  Sweep or vacuum floor.


C3‑3.5.16  Walls and Ceilings (Exterior).  All cobwebs, spider webs, insect nests, bug and animal waste, dirt, etc., shall be removed from walls in corners, roof overhang and air conditioner units.  All insect nests shall be sprayed with a pesticide approved by COR and all traces of the nest removed from bottom side of gutters, overhang, air conditioner units and exterior of building.


C3-3.5.17
 Exterior Walkways.  Walkways around buildings shall be swept clean of all dirt, animal, plant, insect and bird waste material.


C3-3.5.18
 Restrooms not having outside public entrance will be cleaned as part of the office/visitor center cleaning.  Restrooms with an outside entrance shall be ordered and paid as a separate line item under paragraph 3.2 above.


C3‑3.6  Waxing of Uncarpeted Floors.  All uncarpeted floors shall be stripped, cleaned and waxed with a high quality wax as ordered.  


C3‑3.7  Shampooing or Steam Cleaning of Carpeted Floors.  All carpeted floors shall be shampooed or steam cleaned as ordered.


C3‑3.8  Picnic Tables.  Each table top and seat shall be cleaned when ordered.  The legs and underside of all tables shall be cleaned and inspected, and all insect nests shall be removed.  All trash and debris shall be swept and removed from table pads.


C3‑3.9  Park Benches.  Each park bench shall be cleaned when ordered.  The legs and underside of all park benches shall be cleaned and inspected, and all insect nests shall be removed.  All trash and debris shall be swept and removed from park bench pads.


C3‑3.10  Grills (Includes Cookers and Fire Rings).  Grills shall be cleaned when ordered.  Extinguish all unattended fires.  Remove all ashes, garbage, trash and debris from pits, grills, cookers, and fire rings, except those on sites occupied by campers. A listing of occupied sites will be reported on the daily work report.


C3‑3.11  Exterior Trash Receptacles.  Each receptacle shall be emptied.  If the plastic bag insert is either torn or soiled, it shall be replaced.  Receptacles that are soiled, either internally or externally, shall be thoroughly washed and disinfected.  Damaged receptacles shall be reported to the COR for replacement.  Where nuisance insects such as flies, yellow jackets, and wasps are noticed, the containers shall be sprayed with a pesticide approved by the COR to suppress these insects.  Trash, debris, ashes and garbage, piled or placed around the receptacle, shall be removed.


C3‑3.12  Drinking Fountains (Includes Water Spigots).  Wash

and sanitize the spigot, drain bowl, and top of the unit.  Remove all dirt, dust, and insect nests from the unit pedestal, and sweep and remove all trash, debris, ashes and garbage from the sidewalk surrounding the unit.  If drains associated with the fountains become plugged, the Contractor shall attempt to unplug.  If the drain is still plugged, the condition shall be reported to the COR. 


C3‑3.13  Picnic Shelter Cleaning.  This work includes picnic shelters, well shelters, picnic tables, bench covers, exterior bulletin boards and signs at shelters.  All insect nests, shall be removed.  All trash and debris shall be removed from the roof and gutters.  Shelter floors and associated gravel areas shall be cleaned.  Floors shall be wet scrubbed in their entirety, the first service of each week a cleaning is ordered.  Water on the shelter floor shall be swept out of shelter area.  This work shall include sweeping walks and steps, removing litter from associated gravel areas, cleaning water fountains and benches, emptying receptacles and policing grounds within 25 feet of shelter.


C3‑3.14  Extra Cleaning for Picnic Shelters.  All services specified in paragraph C3-3.13 shall be performed. 


C3‑3.15  Policing Grounds.  This work includes all grounds

in the recreation areas shown in Exhibit C.  All trash, debris, garbage, ashes, drift and fallen trees and branches (up to 6 inches butt diameter) within recreation areas and are visible from pathways of normal use patterns within the areas shall be removed. All unattended fires in these areas shall be extinguished.  With the exception of the area covered under C3‑3.19 (beaches), this work will not cover areas exposed by prolonged drawdown. 


C3‑3.16  Policing Roads.  This work includes all areas listed in Exhibit C.  All trash, debris, garbage, ashes, drift and fallen trees and branches (up to 6 inches butt diameter) on or along all parking lots, roads and their right‑of‑way included in this contract shall be picked up and disposed of properly. 


C3‑3.17  Policing Dam.  This work includes areas as defined in Exhibit C.  All trash, debris, ashes, garbage, drift, and other materials deposited on both faces of the dam and abutments shall be picked up and disposed of properly.    


C3‑3.18  Playground Equipment Inspection.  The Contractor shall inspect all playground equipment as listed in Exhibit C.    The inspection shall include, but not be limited to, looking for worn chains on swing sets (especially moving parts), loose or missing bolts or parts, and examining the ground surface under and around the equipment to insure that a soft (shock absorbing) material is in place.  Other items to be inspected are listed on the inspection standards furnished with the Playground Inspection Form as listed in Exhibit C.  Worn or missing parts shall be reported to the COR immediately, and loose bolts or parts shall be tightened, if possible, or otherwise reported to the COR.  The Contractor shall be responsible for redistributing loose, shock absorbent surface materials such as shredded bark, shredded rubber, or pea gravel when necessary so that these loose materials are a uniform depth throughout the area.  The Contractor shall document all inspections on the Playground Inspection Form, which shall be provided to the COR at least once a week on Friday, or immediately when a safety hazard is discovered. 


C3‑3.19  Beach Inspection.  An inspection of the beach at

the areas listed in Exhibit C shall be accomplished to assure

public safety.  The results of the inspection shall be recorded

on the Swimming Beach Inspection Checklist as listed in Exhibit C, which shall be delivered to the COR on the same day of the Inspection.  Any situation or condition, which could endanger public health or safety, shall be immediately reported to the COR, and recorded on the Swimming Beach Inspection Checklist.  This inspection shall be completed by 10:00 a.m. and shall include:


a.  Signs. ‑ Verify that signs are in place, readable and

properly fastened.  Sign locations are shown in Exhibit C.    



b.  Bulletin Board ‑ Verify the bulletin board is in place

with beach rules, Title 36, and emergency phone numbers

prominently posted.  A supply of Title 36, beach rules, and

emergency telephone numbers will be furnished to the

Contractor by the COR.  The Contractor shall replace missing

items immediately.  


c.  Telephone ‑ Verify the telephone is in place and

operational.  Verify the current list of emergency telephone

numbers is posted next to the telephone.  If the list of

emergency telephone numbers is missing or defaced it shall

be replaced immediately by the Contractor.   


d.  Life Jugs ‑ Verify that life jugs are in place and

serviceable.  Locations of life jugs are shown in Exhibit I. Missing or damaged life jugs shall be recorded and replaced immediately by the Contractor.  A supply of extra life jugs will be furnished to the Contractor by the COR.  The COR will provide an extra supply of "Life Jug" signs to the Contractor.  


e.  Beach Surface ‑ Litter, trash, normal levels of daily debris, ashes, garbage, glass, can lids, sharp objects, drift and animal droppings shall be removed from the beach surface during the inspection and disposed of properly.  

 
f.  Buoy Lines and Marker Buoys ‑ Verify that buoys are in   good condition and in proper alignment with buoy lines

properly installed.  Buoy locations are shown in Exhibit I.


g.  In‑Water Hazards ‑ Any "in-water" hazards observable

from the shore shall be removed immediately.  


C3‑3.20  Nuisance Insects.  During this work, if nuisance insects (including but not limited to wasps, hornets, and yellow jackets) are observed to be swarming or to have a nest within the limits of any area maintained under this contract, the Contractor shall take the necessary steps to exterminate and remove the insects and nest.  This item will be considered incidental to the cleaning and policing of buildings and grounds.  No separate payment will be made for removal of insects.


C3‑4
 SPECIAL REQUIREMENTS.  The Contractor shall furnish

equipment appropriate to perform the work required.  All safety equipment and supplies shall be furnished by the Contractor in accordance with EM 385‑1‑1.  Material Safety Data Sheets shall be furnished to the Contracting Officer for all cleaning materials used by the Contractor.  The Contractor shall identify by mark or color code which buckets and brushes are to be used for cleaning toilets.  Equipment used for cleaning sinks and fountains will not be used for other cleaning purposes.


C3‑4.1  Hauling.  The method of disposal of trash, debris, ashes drift, garbage and fallen trees is described in Exhibit H. 


C3-4.2  Additional special requirements will be listed in Exhibit C.  


C3‑5  SCHEDULE OF WORK.  All work under this section will

be ordered by issuance of Task Orders as described in Section H - SPECIAL CONTRACT REQUIREMENTS.  The work will normally be performed in accordance with the schedules shown in Exhibit C.    A schedule of services shall be submitted for approval by the COR. All work shall be accomplished on the days specified.  The COR may suspend work at any time due to facilities being closed or other reasons that are deemed valid.  When work has been suspended, the Contractor shall not invoice, nor will the Government pay for work not completed.


C3‑6  LOCATION OF WORK.  The location of the work and the

limits for each service are shown in Exhibit C.  Policing of swimming beaches shall be performed at the beach areas listed in Exhibit I. 


C3‑7  GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  See Exhibit C.

C3‑8
 MEASUREMENT AND PAYMENT. 


C3-8.1  Restroom/Locker Room/Washhouse Cleaning.  Measurement and payment for cleaning services will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.2  Pressure Washing Restrooms. Measurement and payment for pressure washing restrooms will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.3  Emergency Restroom Cleaning. Measurement and payment for emergency cleaning services will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.4  Additional Restroom Cleaning. Measurement and payment for additional cleaning services will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.5  Project Offices Cleaning.  Measurement and payment for cleaning services at Project Offices will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.6  Project Information/Visitor Center Cleaning. Measurement and payment for cleaning services at Project Information/Visitor Center will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.7  Waxing of Uncarpeted Floors. Measurement and payment for waxing services will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.8  Shampooing/Steam Cleaning of Carpeted Floors. Measurement and payment for shampooing services will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.9  Picnic Table Cleaning. Measurement and payment for picnic table cleaning will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.10  Park Bench Cleaning.  Measurement and payment for park bench cleaning will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.11  Grills and Fire Rings Cleaning.  Measurement and payment for grills and fire ring cleaning will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.12  Trash Receptacles. Measurement and payment for 

cleaning trash receptacles will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.13  Drinking Fountains.  Measurement and payment for 

cleaning drinking fountains will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.14  Picnic Shelter Cleaning.  Measurement and payment for cleaning shelters will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.15  Extra Picnic Shelter Cleaning.  Measurement and payment for extra picnic shelter cleaning  will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.16  Policing Grounds.  Measurement and payment for policing grounds will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.17  Policing Roads.  Measurement and payment for policing roads will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.18  Policing Dam.  Measurement and payment for policing Dam will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.19  Playground Equipment Inspection.  Measurement and payment for playground equipment inspection will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C3-8.20  Beach Inspection.  Measurement and payment for beach inspection will be made at the applicable unit price per each service completed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

SECTION C4

                       SOLID WASTE REMOVAL


C4‑1  SCOPE OF WORK.  The work to be performed under this Section  consists of furnishing all necessary labor and equipment to collect and dispose of trash and garbage in the areas designated in Exhibit D.


C4‑2  MATERIALS.  Not Used.  


C4‑3  WORK TO BE PERFORMED.


C4‑3.1  Complete Pickup Service.  The following listed

specific services shall be performed as one complete cleanup

service:



(1)
Removal of all contents of the garbage receptacles

in the specified area and all trash, paper, bottles, cans

and other debris on the ground within a ten‑foot radius of

the receptacles.  Descriptions and locations of all receptacles applicable to this section for services ordered are listed in Exhibit D.


(2)
Containers shall be returned to their original

locations with lids closed.


C4-3.2  Additional Solid Waste Removal.  If pickups are required, which differ from the normal schedule as listed in Exhibit D, they will be considered additional solid waste removal and will be ordered accordingly.


C4‑4  SPECIAL REQUIREMENTS.  It shall be the

responsibility of the Contractor to comply with all state and

local laws and regulations concerning solid waste disposal.

Disposal shall be done only at a site approved for that purpose.

A letter of compliance and a signed release from the dump site

property owners will be furnished the COR during the pre‑work

conference.


C4‑4.1  Vehicles.  The Contractor shall use equipment

capable of emptying receptacles as specified in Exhibit D.

Vehicles shall use the existing service roads.  Gross vehicle 

weight restrictions for Government roads, if any, are listed in Exhibit D.  Any state or local road use permits required shall be the responsibility of the Contractor.


C4‑4.2  Receptacles.  The Contractor shall supply and service receptacles in quantity and locations listed in Exhibit D.  These receptacles shall be in place 48 hours before the first scheduled pickup of a particular line item.  The Contractor furnished receptacles shall be maintained in an operationally safe, serviceable condition at all times.  The receptacles shall be maintained in a neat, clean, odor-free, and pest-free condition.  They shall be leak‑proof, in a fully serviceable condition (no defects) and shall be compatible with the hoisting mechanism of the Contractor's collection vehicles.  Exterior appearance of the receptacles shall conform to the specifications in Exhibit D.  


C4‑5
 SCHEDULE OF WORK.  Collections shall be made as listed in Exhibit D upon issuance of Task Orders as described in Section 

H - SPECIAL CONTRACT REQUIREMENTS.


C4‑6
 LOCATION OF WORK.  The location of the work is

shown on Exhibit D.


C4‑7
 GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  Not Used. 


C4‑8
 MEASUREMENT AND PAYMENT.  


C4-8.1  Solid Waste Removal.  Measurement and payment for  solid waste removal will be at the applicable contract unit price made by the number of receptacles picked up, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.


C4-8.2  Additional Solid Waste Removal.  Measurement and payment for solid waste removal will be at the applicable contract unit price made by the number of receptacles picked up, which shall include all costs of labor, supplies, and equipment required to complete the work as specified.

SECTION C5

RAW SEWAGE AND SLUDGE REMOVAL


C5‑1
 SCOPE OF WORK.  The work to be performed under this Section consists of furnishing all necessary labor and equipment to collect and dispose of raw sewage and sludge in the areas designated.


C5‑2
 MATERIALS.  Not Used.  


C5‑3
 WORK TO BE PERFORMED.  The following listed specific services shall be performed as one complete cleanup service.

          (1)  Pump and clean holding tanks, septic tanks, vault and portable toilets, grease traps and sewage plant aeration tanks as indicated in Exhibit E.  All rocks, cans, liquids (except the bottom three (3) inches) and other waste shall be removed from each system each time they are pumped.

          (2)  All spillage resulting from pumping operations shall be cleaned up immediately.

          (3)  The Contractor shall be responsible for using proper tools for the safe removal and placement of holding, vault and septic tank man-hole covers.

          (4)  Notify the COR when tanks are in need of repair.

     C5-4  SPECIAL REQUIREMENTS.  It shall be the responsibility of the Contractor to comply with all Federal, state, and local laws and regulations concerning the disposal of raw sewage and sludge.  Disposal shall be done only at a site approved for that purpose.  A letter from either the sewage plant accepting sewage or the state environmental agency approval of an alternate dump site shall be furnished the COR during the pre‑work conference.


C5‑5
 SCHEDULE OF WORK.  The Contractor will be notified at least 24 hours in advance of a pickup.  All scheduled pickups shall be done between 9 a.m. and 3 p.m. on any day, except Saturday, Sunday, or holidays, unless permission to do otherwise 

is granted by the COR in advance.  The pickup frequencies given in Exhibit E are approximate; actual requirements will be specified in the Task Orders. 


C5‑6
 LOCATION OF WORK.  The location of the work is

shown on Exhibit E.


C5‑7
 GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  Not Used.


C5‑8
 MEASUREMENT AND PAYMENT.  


C5-8.1  Raw Sewage.  Measurement and payment for removal of raw sewage from holding tanks will be made at the applicable unit price by the number of gallons removed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified and disposal fees.


C5-8.2  Sludge from Sewage Treatment Plant.  Measurement and payment for removal of sludge from sewage treatment plant will be made at the applicable contract unit price by the number of each service or number of gallons removed, as identified on the price schedule, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified and disposal fees.

                           SECTION C6

                         PARK ATTENDANT


C6‑1  SCOPE OF WORK.  The work performed under this

section consists of furnishing labor, equipment, fuel,

transportation, tools and supplies necessary for the performance

of the services described.


C6‑2
 MATERIALS.  Not Used.  


C6‑3
 WORK TO BE PERFORMED.  The work specified in

paragraphs C6‑3.1 through C6‑3.11 shall be performed in "Fee Areas", as defined in Exhibit F.  


C6‑3.1  Surveillance of Areas.  Surveillance of areas, including manning the entrance station, shall be performed as specified in Exhibit F.  Scheduled days are subject to change at the discretion of the COR.  All changes will be provided to the Contractor in writing.  The entrance station shall not be left unmanned at any time.   


C6‑3.1.1  Prohibit Loitering, and Authorized Personnel.  The Contractor shall strictly prohibit loitering or loafing around or in the entrance station.  Only authorized personnel shall be permitted in the entrance station.


C6‑3.1.2  Information and Record Keeping.  The Contractor shall advise all campers and visitors to utilize developed facilities, and park and operate vehicles and trailers only on designated roads and pulloffs.  The Contractor attendant on duty shall correctly and immediately record the information required on the user and visitor permits and log.  The log is the permanent record of current status of sites occupied, occupants, violations, and the length of stay.  The log shall be maintained in the entrance station, and shall be subject to inspection at any time.  The fourteen‑day camping limit, as stated in Title 36, Code of Federal Regulations, shall be strictly enforced. The Contractor attendant shall keep aware of outstanding Visitor Passes, attempt to correct violations, and notify a Corps Ranger of violations.


C6‑3.1.3
 Ingress and Egress.  The Contractor Attendant should allow ingress and egress for those who are occupying campsites regardless of the time, unless otherwise requested by the COR. 


C6‑3.1.4
 Report Disturbances.  The Contractor Attendant shall report all disturbances he/she is unable to diplomatically control to the Resource Manager, Rangers, or Project Office; or, in the event he is unable to communicate with them, contact local law enforcement officers.  All communications with local law enforcement officers shall be reported to the Resource Manager, Rangers, or Project Office, as soon as practical.  The attendant shall not attempt to apprehend any violators.  Contractor Attendants shall promptly report all accidents and violations of laws and regulations (Title 36 and all other applicable regulations) to the Resource Manager, Rangers, or Project Office.  All accidents and violations shall be recorded in the log, including date, time, locations, circumstances, and who was notified.


C6‑3.1.5
 Cooperate with Corps Employees.  The Contractor Attendant shall cooperate with Corps of Engineers employees, and with those who have contracts with the Corps of Engineers.  Corps project employees shall be permitted to utilize, for Government business, communication facilities furnished by the Government, or those belonging to the Contractor.


C6‑3.1.6
 Written Log.  The Contractor Attendant shall keep a written record in the log of all complaints and criticism of park facilities and personnel.  Situations that could affect the health and safety of visitors shall be reported immediately.  A register shall be maintained of all contractors working in the campground, indicating the date and time entering and leaving the areas on each visit.  Any maintenance items which need attention and written records of campers and park use shall be recorded in the log, as required.  The Resource Manager, Rangers, or Project Office shall be notified of the situation as soon as possible.


C6‑3.1.7
 Maintain Entrance Station.  The Contractor shall maintain the exterior and interior of the entrance station in a clean, neat, and sanitary condition.


C6‑3.2  Visitor Assistance and Information.  The Contractor shall hand out information pamphlets, copies of Federal Regulations, campground maps, and other information provided by the COR to all campers as they enter the park.  The Contractor shall assist campers in choosing a campsite and answer questions by campers and visitors.  The Contractor shall provide information on the project and the Corps of Engineers to visitors as requested.  Tact, diplomacy, and courtesy shall be exercised at all times in dealing with the public.


C6‑3.3  Law Enforcement.  The Contractor Attendant shall be knowledgeable of, and abide by, Title 36, Code of Federal

Regulations, and the campground rules and regulations.  The

Contractor Attendant does not have authority to enforce Title 36,

Code of Federal Regulations, or any other rule or regulation

applicable to the campground or day‑use area.  However, the

Contractor Park Attendant shall advise users of violations of

Title 36 and other rules and regulations, advise the Resource

Manager or Ranger of violations, and record in the violation in the log.  


C6‑3.4  Firearms.  The Contractor Attendant shall not

possess or maintain firearms on the project.  Firearms shall not

be stored in any vehicle or camper.  Violation of this paragraph

will be grounds for immediate termination of the contractor employee.


C6‑3.5  Posting Materials.  The Contractor shall obtain the approval of the COR before posting material on or around the

entrance station.


C6‑3.6  Telephone Log.  The Contractor Attendant shall

maintain a telephone log of all calls originating from the

entrance station, whether local or long distance, no matter who

makes the call.


C6‑3.7  Written Records.  The Contractor shall keep a

record of the occupants of each site and maintain in the

entrance station a current status of occupied sites and the

period of occupation.  The Contractor shall provide visitors, in

a quick and concise manner, information pertaining to registered

campers.


C6‑3.8
Traffic Control.  The Contractor shall stop all

incoming traffic and insure that the occupants of each vehicle

are either camping, or otherwise permitted in the area.  Visitor

and camper passes shall be issued to each vehicle as applicable.

All other vehicles and individuals shall be refused entry into

the campground unless otherwise approved by the COR.  All actions

shall be conducted in a tactful and courteous manner.


C6‑3.9  Evacuation.  Contractor Attendant shall assist in

evacuating areas during periods of high water, storms, or when

necessary, as requested by COR.


C6‑3.10  Forms.  A partial listing (and samples) of forms

used in performance of Park Attendant duties is contained as Exhibit F.


C6‑3.11  Collection of Camping Fees.  The Contractor shall

collect and administer user fees as specified in Exhibit F.


C6‑4  SPECIAL REQUIREMENTS.


C6‑4.1  Uniforms.  The Contractor Attendants shall be neat

and professional in appearance and shall wear uniforms, name tags

and identification provided by the Contractor as listed in Section H - SPECIAL CONTRACT REQUIREMENTS during all duty hours and when dealing with the campers or visitors.


C6‑4.2  Training.  All Contractor employees assigned to

work as Park Attendants will be required to attend training

during the first week of the camping season.  The initial

training session will be provided by the Government.  The

Contractor will be required to supply training to all employees

subsequently hired.  All park attendants shall meet the

requirements necessary to perform the duties.  Only those persons

trained will be allowed to collect fees.  The information, including arithmetic, which is entered onto User Permits or financial documents, is extremely important and must be

accurate.  Excessive errors will result in the Contractor being

required to respond to a CDR.  


C6-4.3  Other special requirements may be listed in Exhibit F.


C6‑5  SCHEDULE OF WORK.  All work under this section will be ordered by issuance of Task Orders as described in Section H - SPECIAL CONTRACT REQUIREMENTS.  An approximate work schedule is given in Exhibit F.  


C6‑6
 LOCATION OF WORK.  The location of work is shown in Exhibit F.


C6‑7
 GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  The

Government will furnish the following.  The Contractor shall be required to sign for accountable portions of this list:



(1)
Communications equipment (either Corps radio 
and/or telephone), if required, will be provided.



(2) Log, permit forms, and handout material (such as

     information pamphlets, copies of Federal Regulations,

     campground maps and rules), will be provided.  User fee

     permits will be provided from the Recreation Fee Cashier.



(3)
Appropriate signs and markers.



(4)  Other Government furnished equipment and materials may be listed in Exhibit F.


C6‑8
 MEASUREMENT AND PAYMENT.  


C6-8.1  Park Attendant.  Measurement and payment for park attendant services will be made at the applicable contract unit price by the number of hours the services are provided,

which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

SECTION C7

                       WILDLIFE MANAGEMENT

     C7‑1
 SCOPE OF WORK.  The work to be performed consists of the development, protection and management of fish and wildlife habitat and their respective species.  The work to be performed by the Contractor will include various forest, fish and wildlife management techniques.  All management activities will be performed within the area(s)indicated in Exhibit G.


C7‑2
 MATERIALS.  The Contractor shall furnish all items required to perform the work under this section, except for those materials specified to be furnished by the Government.  All materials shall be of standard commercial grade, suited for the intended use, and subject to the approval of the Contracting Officer.  


C7‑3
 WORK TO BE PERFORMED.    


C7‑3.1  Clearing for Food Plots.  The Contractor shall be required to remove woody vegetation, root systems, and rocks that would interfere with plowing in the preparation of the site for food plots. 


C7‑3.2  Plowing, Discing, Fertilizing, Liming and Seeding.  Sites will vary in size up to 10 acres.  The standard shape is long and narrow with irregular borders.  Plowing shall consist of turning over the earth, discing, and application of fertilizer and lime as indicated in Exhibit G.  Seeding of food plots includes the uniform application of seed using standard agricultural equipment.  The acreage, species, and application rates are outlined in Exhibit G.  

     C7-3.3   Release Cutting of Trees.  Certain trees may be selected for release cutting to encourage new growth, improved vigor and food production.  Release cutting consists of removal by cutting level to the ground of all woody materials within a 25 foot radius of the selected tree


C7‑3.4  Border Cuts.  Border cuts provide additional edge around cleared areas or food plots.  Border cutting shall be performed as specified in Exhibit G.


C7‑3.5  Hinge cuts.  Selected trees will be identified for development of "hinge cuts".  Individual tree will be cut three to five feet above the ground opposite the direction of fall, deep enough to allow bending over of the tree while retaining a connective strip of living tissue.  Other requirements for "hinge cuts" are listed in Exhibit G.


C7‑3.6  Pruning of Fruit Producing Tree and Shrub Species. This work will be directed towards fruit producing species such as apple.  Pruning shall follow within National Arborist Association recommendations.  (See the following website: http://www.natlarb.com/standard.htm).


C7‑3.7  Brush Pile Construction.  This technique will be a by-product of other management practices such as release and border cuttings.  Brush piles approximately 13 feet in diameter and five feet high shall be constructed with woody materials from the site.  The piles shall be of a mound shape with the heavier materials (minimum size of six inches) being at the bottom.  The structure shall be built up using alternate layers to create voids.  


C7‑3.8  Mowing Herbaceous Vegetation.  Mowing of areas under this section will be done after 15 July and before 15 August.  Areas shall be mowed according to Exhibit G.  


C7‑3.9  Vegetative Plantings for Fish and Wildlife

Habitat.  Selected vegetative species will be planted in accordance with details listed in Exhibit G. 


C7‑3.10  Construction and Installation of Wildlife Nesting Structures.  The Contractor shall be responsible for the construction and installation of additional nesting facilities for bluebird and wood duck nesting structures as ordered.


C7‑4
 SPECIAL REQUIREMENTS.  Not Used.  


C7‑5
 SCHEDULE OF WORK.  All work shall be performed by the Contractor throughout the calendar year as specified in accordance with the Task Order.


C7‑6
 LOCATION OF WORK.  Maps and field inspections will be used to direct the Contractor to specific work site locations.  Specific information related to location of work is shown in Exhibit G.


C7‑7  GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  The

Government will furnish the following materials as required for the performance of the work:



(1)
Tree, shrub and herbaceous species for vegetative planting for fish and wildlife habitat (e.g. Pennsylvania Game Commission seedling stock).



(2)  Fiberglass tubes for nesting box construction.


C7‑8
 MEASUREMENT AND PAYMENT.  

     C7-8.1  Clearing for Food Plots.  Measurement for clearing for food plots will be made as specified, to the nearest tenth of an acre cleared.  Payment will be made at the applicable contract unit price per acre, which price shall include all costs of labor, supplies, and equipment required to complete the clearing work as specified.

     C7-8.2  Plowing.  Measurement for plowing will be made as specified, to the nearest tenth of an acre treated.  Payment will be made at the applicable contract unit price per acre, which price will include all costs of labor, supplies, and equipment required to complete the work as specified.


C7-8.3  Discing.  Measurement for discing will be made as specified, to the nearest tenth of an acre treated.  Payment will be made at the applicable contract unit price per acre, which price will include all costs of labor, supplies, and equipment required to complete the work as specified.

     C7-8.4  Fertilizing.  Measurement for fertilizing will be made as specified, to the nearest tenth of an acre treated.  Payment will be made at the applicable contract unit price per acre, which price will include all costs of labor, supplies, and equipment required to complete the work as specified.


C7-8.5  Liming.  Measurement for liming will be made as specified, to the nearest tenth of an acre treated.  Payment will be made at the applicable contract unit price per acre, which price will include all costs of labor, supplies, and equipment required to complete the work as specified.


C7-8.6  Seeding.  Measurement for seeding will be made as specified, to the nearest tenth of an acre treated.  Payment will be made at the applicable contract unit price per acre, which price will include all costs of labor, supplies, and equipment required to complete the work as specified.

     C7-8.7  Release Cutting of Trees.  Measurement and payment for release cutting will be made at the applicable contract unit price by the number of trees released, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

     C7-8.8  Border Cutting.  Measurement for border cutting will be made as specified, to the nearest tenth of an acre treated.  Payment will be made at the applicable contract unit price per acre, which price will include all costs of labor, supplies, and equipment required to complete the work as specified.

     C7-8.9  Hinge Cuts.  Measurement and payment for hinge cuts will be made at the applicable contract unit price by the number of trees cut, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

     C7-8.10  Pruning of Fruit Producing Trees and Shrubs.  Measurement and payment for pruning of fruit producing trees and shrubs will be made at the applicable contract unit price by the number of plants treated, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

     C7-8.11  Brush Pile Construction.  Measurement for “Brush pile construction will be made by the number of piles constructed as specified.  Payment will be made at the applicable contract unit price per pile for “Brush pile construction”, which price shall include all cost of labor, supplies, and equipment required to complete the work as specified. 

     C7-8.12  Mowing Herbaceous Vegetation.  Measurement for mowing herbaceous vegetation will be made as specified, to the nearest tenth of an acre.  Payment will be made at the applicable contract unite price per acre, which price will include all costs of labor, supplies, and equipment required to complete the work as specified.

     C7-8.13  Vegetative Plantings for Fish and Wildlife Habitat.  Measurement for vegetative plantings for fish and wildlife habitat will be made as specified, by the number of 100 plant lots placed in the ground.  Payment will be made at the applicable contract unit price per 100 plant lot, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

     C7-8.14  Construction and Installation of Wildlife Nesting Structures.  Measurement and payment for construction and installation of wildlife nesting structures will be made at the applicable contract unit price by the number of nesting structures constructed and installed, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

SECTION C8

                Drift, Debris, And Trash Removal        


C8‑1  SCOPE OF WORK.  The work to be performed under this Section consists of furnishing all necessary labor and equipment to remove drift, debris and trash from the lake surface and adjacent land areas maintained by the Corps of Engineers.  The work shall consist of removing, cutting, stacking, and burning trash, debris and fallen trees to the extent specified.  Items not burned shall be disposed as specified in Section C11 - ENVIRONMENTAL PROTECTION.  Chainsaw use will be necessary to facilitate easy handling and/or burning.  Tools and equipment required to perform this work shall be provided by the Contractor, unless otherwise specified.  All Contractor marine equipment shall be moored at approved mooring locations or removed from the lake when not in actual use.  Reference Exhibit H. 


C8‑2  MATERIALS.  Not Used.  


C8‑3  WORK TO BE PERFORMED.  The Contractor shall perform removal of drift, trash, debris and fallen trees by the methods specified below.

     (1)   The Contractor shall gather drift, trash, debris and fallen trees from the lake surface and/or shoreline, and dispose as specified in Section C11 - ENVIRONMENTAL PROTECTION.

     (2)   The Contractor shall work around the lake shore and cut, stack, burn, or remove drift, trash and debris. 

     (3)   Certain trees and logs may be designated by the COR to remain.    


C8‑4  SPECIAL REQUIREMENTS. 


C8‑4.1  General.  All drift, debris and trash shall be disposed in accordance with section C11 - ENVIRONMENTAL PROTECTION. Unless otherwise specified, the Contractor shall dispose of all material immediately after removal, so that in case of high water, the removed material cannot be washed back into the lake.  If any of the removed materials through negligence on the part of the Contractor, washes back into the lake, the Contractor shall remove and dispose of such material at no additional cost to the Government.


C8‑4.2  Burning.  The Contractor's operations shall be subject to all public laws concerning pollution, fires, and safety.  Burning operations shall be conducted so as to prevent damage to standing timber or other flammable growth and shall be conducted beyond the minimum safe distance from  flammable growth, in accordance with State Forestry laws and Federal laws.  The Contractor shall be responsible for any damage to life and/or property, resulting from fires that are started by his employees or as a result of his operations.  Permission to burn any material shall be obtained from the COR, in writing, prior to ignition of any material.  The Contractor shall furnish at the site adequate fire fighting equipment, such as back tanks, flappers, shovels and rakes, to properly equip his personnel for fighting fires and take such other measures as may be necessary to keep the burning under control.  Fires shall be guarded at all times and shall be under constant surveillance, until they have been extinguished.  All burning shall be performed in accordance with local fire department recommendations.  Noncombustible materials, shall be disposed of as specified in Section C11 - ENVIRONMENTAL PROTECTION.   


C8-4.3  Protection of Landscape.  Existing landscape features shall be protected and damaged features shall be restored in accordance with the requirements of Section C11 - ENVIRONMENTAL PROTECTION.

                                                                   
C8‑5  SCHEDULE OF WORK.  The Government will make every effort to schedule large jobs well in advance.  Significant storm events or flooding may require immediate need for significant services or may inundate work areas.  The Government will order all work in accordance with Section H - SPECIAL CONTRACT REQUIREMENTS.  The work shall be performed in the order specified in the Task Order.     


C8‑6
 LOCATION OF WORK.  The work will be located on the surface of the lake and in shoreline areas adjacent to the lake.  


C8‑7
 GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  Not Used.


C8‑8
 MEASUREMENT AND PAYMENT.  


C8-8.1  Drift, Debris and Trash Removal.  Measurement of drift, trash, debris and fallen trees will be made within 7 days after the Contractor has notified the COR that the material is ready for disposal.  Measurement will be made by or in the presence of the COR.  Payment for the removal of drift, trash, debris and fallen trees will be made at the contract unit price by the cubic yard of material actually removed as measured in the pile prior to burning or disposing as specified in Section C11 - ENVIRONMENTAL PROTECTION.  Measurement will be made by or in the presence of the COR.  Payment shall include all costs of labor, supplies, and equipment required to complete the work as specified.  
SECTION C9

MAINTENANCE OF NAVIGATION AIDS AND SWIM AREAS

      C9-1
  SCOPE OF WORK.  The work to be performed under this section consists of installation, removal, replacement, cleaning, and realignment of navigation aides on project waters.  It also includes realignment of swim areas and replacement of swim area components on project waters.  For the purpose of this section work will involve the buoys listed in Exhibit I. The buoys are can-type, regulatory buoys with controlled area, warning, and boat exclusion messages and symbols.  See Exhibit I for details.  Swim areas for the purpose of this section will consist of the depth gages, float lines, and "No Boat" buoys shown in Exhibit I.  All buoys, ball floats, depth gages, anchor lines, anchors, and hardware for attaching these items will be provided by the Government.  Tools and equipment required to perform this work shall be provided by the Contractor, unless otherwise specified.

      C9-2
  MATERIALS.  Not Used. 

      C9-3
  WORK TO BE PERFORMED.

      C9-3.1  General.   The work shall include, but is not limited to, the following as ordered by the COR:  transporting buoys, anchors, anchor lines, and the hardware for attaching these to and from the storage areas; accurately measuring water depths and anchor line lengths to insure proper buoy placement and function, securely attaching anchors, anchor lines, and buoys; cleaning buoys following removal from the lake, and realignment and replacement of buoys and swim area components.

      C9-3.2  Maintenance of Navigation Aids and Swim Areas. The placement, realignment, or removal of buoys, and the realignment of swim areas on the lake shall be performed at the starting date specified on the Task Order.  The following is the procedure for the installation and maintenance of navigation aids, and the maintenance of swim areas.

      C9-3.2.1  Installation of Navigation Aides. Buoys, anchors, anchor lines, and hardware shall be transported from storage area(s) to a boat.  Each buoy shall be taken to its proper location on the lake and installed.  Each buoy shall be properly positioned on the Lake at the locations designated in Exhibit I.

      C9-3.2.2  Installation of Corps and Other Agency Buoys.  All buoys to be installed as well as procedures and materials to be used for installation are listed in Exhibit I.  Specific requirements for cable, anchors, clamps, and fastening lines to anchors and buoys are listed in Exhibit I.   The anchor line length for all buoys shall be equal to the depth of the water plus six feet.  

      C9-3.2.3  Removal of Buoys.  Following removal, buoys shall be cleaned prior to being returned to the project storage area(s). The Contractor shall report missing buoys to the COR at the next scheduled meeting.  Anchors, cables, and reusable hardware shall also be returned to the storage area(s).

      C9-3.2.4  Realignment of Buoys.   When realignment is ordered the Contractor shall locate, and when necessary, recover and realign all buoys as described in Exhibit I.  All buoys that are missing or damaged to the point where they are impossible to read, except for "No Wake" buoys, will be replaced immediately by the Contractor.  The Contractor will report missing "No Wake" buoys and replacement of other buoys at the next scheduled meeting with the COR.  For the purpose of this section missing shall mean not on the surface of the Lake.          

      C9-3.2.5  Realignment of Swim Areas.  When realignment of a swim area or areas is ordered, the Contractor shall recover and realign the depth gages, float lines, and "No Boat" buoys to the position and configuration specified in Exhibit I.  Depth gages capable of marking water up to eight feet deep will be positioned where the depth is six to seven feet, and gages capable of marking water up to ten feet deep will be positioned where the depth is eight to nine feet.  Swim area components that cannot be recovered will be replaced immediately by the Contractor.  

      C9-3.2.6  Swim Area Components.  Exhibit I shows how various swim area components will be connected.  When the top of a depth gage is within 2.5 feet of the Lake's surface it will be considered recoverable.  The Contractor will report replacement of swim area components at the next scheduled meeting with the COR.                                

      C9-4
  SPECIAL REQUIREMENTS.  Most buoys weigh approximately 55 pounds, and anchors average approximately 25 pounds.  The Contractor shall comply with Coast Guard regulations and Federal and State requirements while on project lands and waters.  (To meet federal requirements the Contractor must wear a Personal Flotation Device while performing the water-based work described in this section.)  The Contractor will not operate his or her boat within 25 feet of a swimmer while performing the work described in this section, and swim areas will be evacuated by the Contractor prior to the performance of work within the area designated by the float line.  

      C9-5
  SCHEDULE OF WORK.  During spring, normally as soon as summer pool is reached (usually before May 1st), most of the buoys shall be transported from the project storage area(s) and placed in position in the lake.  During fall normally when winter drawdown is started, these buoys will be retrieved and carefully stored in the project designated storage area(s).  Swim areas and buoys generally require realignment once a week from the week before Memorial Day through Labor Day Weekend.  When Task Orders are issued to place, realign, or remove buoys, or realign swim areas, the Contractor shall carefully follow all provisions of the order.  Schedules of work will be provided by the COR, through issuance of a Task Order as specified in section H - SPECIAL CONTRACT REQUIREMENTS.  

      C9-6
  LOCATION OF WORK.  The Map shown in Exhibit I shows the approximate location and number of each type of buoy to be maintained, and the diagram shown in Exhibit I shows the position and configuration of swim area components.  These exhibits are an approximation, and are subject to change with changes in future requirements concerning the addition, or removal of certain buoys and swim area components.  Exhibit I also includes a description of the location, number, and type of buoys to be installed, realigned, and removed from the Lake. 

     C9-7  GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  See Exhibit I.  The Government will furnish all buoys, depth gages, ball floats, swim lines, anchor lines, anchors and hardware.  These materials will be furnished to the Contractor at project storage areas as identified by the COR.

     C9-8  MEASUREMENT AND PAYMENT.  


C9-8.1  Installation of Navigation Aides.  Measurement and payment for the installation of buoys will be made per each service at the applicable unit price, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C9-8.2  Realignment of Navigation Aides.  Measurement and payment for the realignment of buoys will be made per each service at the applicable unit price, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C9-8.3  Removal of Navigation Aides.  Measurement and payment for the removal of buoys will be made per each service at the applicable unit price, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.  


C9-8.4  Realignment of Swim Areas.  Measurement and payment for the realignment of swim areas will be made per each service at the applicable unit price, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified. 

SECTION C10

BOUNDARY


C10‑1
  SCOPE OF WORK.  The work covered by this

section consists of furnishing all labor, equipment, fuel, materials, vehicles, tools and supplies for applying paint as boundary markings and replacement of missing boundary markers

(I-beams) as indicated  in these specifications. 


C10‑2
  MATERIALS. 

     C10-2.1  Paints and other coatings.  Paints and stains shall be of high quality and shall be the product of a manufacturer regularly engaged in the manufacturing of high quality paints and stains.  The material to be applied shall be approved by the COR prior to use.  Material Safety Data Sheets (MSDS) shall be available for all applicable materials.

     C10-2.1.1  Yellow Boundary Marking Paint.  Yellow boundary marking paint shall be an oil based paint similar or equal to Nelson Boundary Marking Paint.

     C10-2.1.2  White Boundary Marking Paint.  White paint for numbers on boundary markers shall be paste-type paint similar or equal to Nelson Nolle Script Tube Marker Paint.

     C10-2.2  Packaging, Labeling and Storage.  Paints shall be in sealed containers that legibly show the designated names, formula, or specification number, batch number, color, quality, date of manufacture, manufacturer's formulation number, manufacturer's directions including any warnings and special precautions, and name of manufacture.  Pigmented paints shall be furnished in containers not larger than five gallons.  All material shall be handled in accordance with the manufacturer's  recommendations.  Material Safety Data Sheets (MSDS's) shall be available for all applicable  materials.

     C10‑3
  Boundary Marking


C10‑3.1  General.  The Contractor shall mark and paint segments of the Government boundary line surrounding the project as ordered.  The Government will furnish a set of real estate segment maps covering the work area and boundary line signs.  The project boundary line shall be reestablished by remarking, painting, blaze marking and posts to provide a highly visible boundary for protection, control and maintenance, and to prevent encroachment on Federal lands.  Paint color and type shall be approved by the COR prior to beginning of work.  This work includes locating boundaries, replacing missing I-beams, preparing the surface of beams, and furnishing and applying the paint as required.  


C10-3.2  Marking


C10‑3.2.1  Corner Monuments.  Most corner monuments consist of a 2" diameter steel pipe set in the ground.  Corner monuments shall be repainted with yellow paint.  For those monuments without a corner number stamped into a brass disc on top of the pipe, the number shall be scribed on the side of the pipe with white paste-type paint.  The numbers shall be approximately one inch high.  Some corner monuments may occasionally consist of a rock or tree;  in these instances, existing paint marks shall be repainted.  Missing corner monuments shall be reported to the COR. 


C10‑3.2.2  I-Beams.  Two inch I-beams with U.S. property boundary signs attached are located adjacent to many corner monuments and as intermediate points on the property line between some corners.  All I-beams shall have the top two feet painted yellow.  Those having identifying monument numbers scribed on them shall have the numbers repainted with white paste-type paint.  Missing I-beams shall be replaced at corners as needed.  


C10‑3.2.3  Witness Trees.  The blaze marks on all witness trees shall be repainted with yellow paint.  Blaze marks are usually three to four inches wide and four to six inches long and were originally cut into the trees with a hatchet.  There are usually three witness trees located within sight of each corner monument and the blaze marks are on the side facing the monument. The contractor shall mark a complete paint ring around one of the witness trees to provide extra visibility.  The complete ring should be on a tree located on Government property. 


C10-3.2.4  Line Trees.  Trees within four feet of either side of the boundary line and which have a blaze mark shall have the blaze mark repainted with yellow paint.  As a general rule, each blazed tree is visible from the succeeding line tree.  Blazed trees are usually 10 to 40 feet apart along the entire length of the boundary.  Blaze marks on line trees are on the side facing the boundary line except for trees growing on the line in which case a blaze mark is located on either side of the tree indicating that the line goes through the tree. 


C10-3.2.5  Interruption in Line.  It is the intent of this specification that the line be remarked without breaks or gaps, however, if the Contractor finds a segment of a line that is impossible to follow, the Contractor shall notify the COR.  The COR will coordinate a new starting point.   


C10‑4
  SPECIAL REQUIREMENTS.  Cloths, cotton waste, and other debris that might constitute a fire hazard shall be placed in closed metal containers and removed at the end of the day.  Upon completion of the work, containers shall be removed from the site. 


C10‑5  SCHEDULE OF WORK.  The Contractor will perform the work throughout the calendar year as specified in the Task Order.  


C10‑6
  LOCATION OF WORK.  The work area includes all areas and facilities within the boundaries of the project.  Specific areas of work will be specified on the Task Order.


C10‑7
  GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  See Exhibit J.  The Government will furnish one set of real estate segment maps showing the project boundary.  The Government shall also furnish I-beams as replacements for missing markers.


C10-8  MEASUREMENT AND PAYMENT.


C10‑8.1  Marking Boundaries.  Measurement and payment for marking boundaries will be made at the applicable unit by the linear foot of boundary marked, which price shall include all costs of labor, supplies, and equipment required to complete the work as specified.

SECTION C11

ENVIRONMENTAL PROTECTION


C11‑1
  SCOPE OF WORK.  This section covers prevention of environmental pollution or damage resulting from operations performed under this contract, and for those measures set forth in other Technical Provisions of these specifications.  For the purpose of these specifications, environmental pollution or damage is defined as impacts or conditions resulting from work performed under this contract which adversely impact human health or welfare; unfavorably alter ecological balances; adversely impact fish or wildlife or the habitats upon which they depend; or otherwise diminish the utility of the environment for aesthetic, cultural or historical purposes.  The prevention and control of environmental pollution requires management of a wide range of pollutants, including visual aesthetics, noise, solid waste, radiant energy, pesticides, radioactive materials, as well as other pollutants.


C11‑2
  MATERIALS.  Not Used.  


C11‑3
  WORK TO BE PERFORMED.


C11‑3.1  Quality Control.  The Contractor shall establish and maintain quality control for environmental protection as set forth herein.  The Contractor shall comply with all federal, state and local environmental protection laws and regulations.  The Contractor shall notify the COR immediately of any problems which may exist in complying with any environmental laws or regulations. The Contractor shall record any compliance problems, and corrective action taken, on daily reports which are submitted to the COR.


C11‑3.2  Subcontractors.  Assurance of compliance with this section by subcontractors will be the responsibility of the Contractor.


C11‑3.3  Protection of Environmental Resources.  The

environmental resources within the project boundaries shall be preserved in their present condition or be restored to a

condition after completion of operations that will appear to be natural and not detract from the appearance of the project.  The Contractor shall confine his activities to areas actually required to perform the work.  Environmental protection shall be as stated in the following paragraphs.


C11‑3.3.1
 Protection of Land Resources.  Prior to the

commencement of any work, the Contractor shall coordinate with the COR in identifying all land resources to be preserved within the Contractor’s work areas.  Stone, earth or other material that is displaced from the work area shall be removed.


C11‑3.3.1.1  Work Area Limits.  Prior to commencement of any work, the Contractor shall coordinate with the COR in marking areas that are not required to accomplish work to be performed under this contract.

  
C11‑3.3.1.2  Reduction of Exposure of Unprotected Erodible Soils.  All earthwork shall be planned and conducted to minimize the duration of exposure of unprotected soils.


C11‑3.3.1.3  Temporary Protection of Disturbed Areas.  Such methods as necessary shall be utilized to effectively prevent erosion and control sedimentation, including but not limited to construction of diversion ditches, benches, and berms to retard and divert runoff or construction of silt fences or straw or hay bale barriers to control runoff.


C11‑3.3.1.4  Location of Field Office, Storage and other Contractor Facilities.  The location of Contractor's field office, staging areas and storage facilities, which are required in the performance of the work, shall require the prior written approval of the Contracting Officer.


C11‑3.3.1.5  Temporary Sanitary Facilities.  Sanitary wastes shall not be discharged into waterways or on the soil surface.  All temporary toilets shall be equipped with approved septic tanks having safe drainage or with closed holding tanks, which shall be emptied only into approved treatment plants.


C11‑3.3.2  Preservation and Recording of Historical,

Archeological and Cultural Resources.  If, during activities conducted under this contract, the Contractor observes within the work area, any unusual items that might have any historical or archeological value, such observations shall be reported as soon as practicable to the COR so that the proper authorities may be notified. The Contractor shall leave the archeological item undisturbed and shall protect the site and material until such time as is determined by the COR. 


C11‑3.3.3  Protection of Water Resources.  The Contractor shall keep all activities under surveillance, management and control to avoid pollution of surface and ground waters.  Special management techniques set out below shall be implemented to control water pollution by the activities which are included in this contract.  The Contractor shall investigate and comply with all applicable Federal, state, county, and municipal laws concerning pollution of rivers and streams.


C11‑3.3.3.1  Stream Crossings.  Stream crossings shall be avoided during operations.  Should stream crossings involving the transport of materials or vehicles be necessary, all appropriate permits will be secured beforehand, and shall be in accordance with all applicable federal, state and local laws and regulations.


C11‑3.3.3.2  Spillages.  Special measures shall be taken to prevent chemicals, fuels, oils, greases, waste washings, pesticides, herbicides and insecticides from entering public waters.


C11‑3.3.3.3  Monitoring of Water Areas.  Monitoring of water areas affected by the Contractor's operations shall be the responsibility of the Contractor.  Monitoring of these areas shall be in accordance with all applicable Federal, state and local laws and regulations.


C11‑3.3.4  Protection of Fish and Wildlife.  The Contractor shall keep all activities under surveillance, management and control to minimize interference with, disturbance to and damage of fish and wildlife.  The Contractor will not be permitted to alter water flows or otherwise disturb native habitat adjacent to the project area which, in the opinion of the COR, are critical to fish or wildlife.


C11‑3.3.5  Protection of Air Resources.  The Contractor

shall keep all activities under surveillance, management and

control to minimize pollution of air resources.  All activities, equipment, process, and work operated or performed by the Contractor in accomplishing the specified construction shall be in strict accordance with all applicable federal, state and local emission and performance laws and standards.  Special management techniques as set out below shall be implemented to control air pollution by the construction activities which are included in the contract.


C11‑3.3.5.1  Particulates.  Dust particles, aerosols, and gaseous byproducts from all activities shall be controlled at all times.


C11‑3.3.5.2  Hydrocarbons and Carbon Monoxide.  Hydrocarbons and carbon monoxide emissions from equipment shall be controlled to Federal and state allowable limits at all times.


C11‑3.3.5.3  Odors.  Odors shall be controlled at all times for all activities, processing and preparation of materials.


C11‑3.3.5.4  Monitoring of Air Quality.  Monitoring of air quality shall be the responsibility of the Contractor.  All air areas affected by the Contractor’s activities shall be monitored by the Contractor as required by all applicable federal, state and local regulations.


C11‑3.4  Disposal of Solid Wastes.  All handling and

disposal shall be conducted to prevent contamination.  Unless

otherwise specified, the Contractor shall transport all solid

waste off Government property and dispose of it in compliance

with Federal, State, and local requirements for solid waste

disposal.  The disposal area is to be selected and arranged for by the Contractor, or at a location on the project when so directed by the COR.  The disposal area proposed by the Contractor shall be subject to the approval of the COR.  The Contractor shall obtain the written consent of the owner or owners of the property on which disposal is proposed and shall furnish evidence thereof to the COR. The Contractor's agreement with the property owner(s) shall contain a clause acknowledging that the Government is not liable for any or all damages in connection with the disposal.  Approval of the agreement shall not relieve the Contractor from responsibility for all operations in connection with disposal, including compliance with all Federal, state and local laws and regulations.  All expenses of arranging for and obtaining the disposal area shall be borne by the Contractor.  Disposal operations on such area shall conform to the requirements imposed by the owner(s) of the property and to all Federal, state, and local laws and ordinances governing the disposal of debris.  The Contractor shall be responsible for all operations in connection with the disposal.  Disposal of any materials, wastes, effluents, trash, garbage, oil, grease, chemicals, or other debris in areas adjacent to the river or lake will not be permitted.  If any waste material is dumped in unauthorized areas, the Contractor shall remove the material and restore the area to the original condition before being disturbed. If necessary, contaminated ground shall be excavated, disposed of as requested by the Contracting Officer, and replaced with suitable fill material, compacted and finished with topsoil and planted as required to reestablish vegetation.


C11‑4
  SPECIAL REQUIREMENTS.

  
C11‑4.1  Notification.  The COR will notify the Contractor in writing of any noncompliance with the aforementioned Federal, state, or local laws or regulations.  Such notice, when delivered to the Contractor or his authorized representative at the site of the work, shall be deemed sufficient for the purpose.  The Contractor shall, after receipt of such notice, immediately inform the COR of proposed corrective action and take such action as may be approved.  If the Contractor fails to comply promptly, the COR may issue an order stopping all or part of the work until satisfactory corrective action has been taken.  No time extensions shall be granted or costs or damages allowed to

the Contractor for any such suspension.

    
C11‑4.2  Restoration of Landscape Damage.  Any trees or

other landscape feature, scarred or damaged by the  Contractor's equipment or operations, shall be restored, as nearly as possible, to its original condition at the Contractor's expense. The COR will determine what method of restoration shall be used, and whether damaged trees shall be treated and healed, or removed and disposed of.  This work shall be accomplished at the Contractor's expense.  Restoration of scarred and damaged trees shall be performed in an approved manner by experienced workmen.


C11‑4.3  Maintenance of Pollution Control Facilities During the Contract Period.  During the life of this contract, the Contractor shall maintain all facilities required for pollution control under this contract as long as the operations creating the particular pollutant are being carried out or until the material concerned has become stabilized to the extent that pollution is no longer being created.


C11‑4.4  Training of Contractor Personnel in Pollution

Control.  The Contractor shall train his personnel in all phases of environmental protection.  The training shall include methods of detecting and avoiding pollution, familiarization with pollution standards, both statutory and contractual, and installation and care of facilities to ensure adequate and continuous environmental pollution control.


C11‑5  SCHEDULE OF WORK.  Not Used.  


C11‑6
  LOCATION OF WORK.  Not Used.  


C11‑7  GOVERNMENT FURNISHED EQUIPMENT AND MATERIALS.  Not Used.


C11‑8
  PAYMENT.  No separate payment or direct payment

will be made for the cost of the work covered under this section, and such work will be considered as a subsidiary obligation of the Contractor.

SECTION C12

SPECIAL CONTRACT REQUIREMENTS


C12-1  TASK ORDERS (52.111-4002).  All work under this contract will be ordered by issuance of individual Task Orders (DD Form 1155).  A separate task order will be issued for each job.  The Task Order will list those items from the Bid Schedule that are to be performed.  A sample Task Order is shown as Exhibit K.


C12-2  NOTIFICATION OF WORK TO BE DONE (52.111-4003).  The Contractor will be notified of work to be performed by issuance of Task Orders.  Under normal conditions, Task Orders will be issued that require response within 24 hours after receipt.  All Task Orders must be completed by the date shown in block 10 of the Task Order (DD Form 1155).  When the Contractor is notified of emergency work required under these specifications, it is the intent of these specifications that the Contractor respond and begin work within two hours after receipt of such notification.  Items which are viewed as being potential emergency work items will be indicated in the bid schedule.


C12-3  WORKING HOURS (52.111-4004).  a.  Normal Working Hours.  Normal Government working hours shall be Monday through Friday, except Federal holidays, 7:30 a.m. to 4:00 p.m.  Except as otherwise specified or indicated on the Task Order, work inside Government buildings or other secured areas shall be performed during the above referenced work hours.  The ten Federal Holidays observed are:



New Years Day (January 1st)



Martin Luther King Day (3rd Monday in January)



President's Day (3rd Monday in February)



Memorial Day (Last Monday in May)



Independence Day (July 4th)



Labor Day (1st Monday in September)



Columbus Day (2nd Monday in October)



Veterans Day (November 11th)



Thanksgiving (4th Thursday in November)



Christmas (December 25th)

When one of the above designated holidays falls on a Sunday, the following Monday is observed as a legal holiday.  When a legal holiday falls on a Saturday, the preceding Friday is observed as a holiday.


b.  Work that interferes with other ongoing functions at the project shall be scheduled around normal working hours, as specified by the Contracting Officer's Authorized Representative (COR).  Work shall be scheduled around the above listed Federal Holidays except as specified herein or as approved by the COR.  Schedules of work for specific services are identified as individual sections of this specification.


c.  Emergency Working Hours,  Emergency working hours shall be 24 hours per day, seven day per week.


C12-4  Emergency Work.  Emergency work is any work required to correct problems caused by failures or deficiencies to project facilities and property which constitutes an immediate danger or health hazard to persons or a threat to property.  The Contractor shall have qualified personnel available on call, 24 hours per day, seven days per week for emergency work.  The name(s), address(es) and phone number(s) of the person(s) to be contacted in case of an emergency shall be submitted to the COR at the pre-work conference.  This person(s) shall have the authority to act on behalf of the Contractor to perform the necessary emergency work without delay.  Emergency work will be initiated by notice (phone call or other means) from the COR.  The Contractor shall initiate corrective action within two hours of the notice.  The Contractor shall notify the COR or his representative immediately of any emergency work which cannot be corrected within a 24-hour period.  When emergency situations are recognized by the Contractor or Contractor personnel, the COR shall be contacted immediately and prior to initiating emergency work, unless the nature of the emergency requires immediate action to preserve life or prevent injury.  In such cases the Contractor shall perform remedial work to temporarily correct the situation and shall advise the COR of the problem as soon as possible, but not later than 24 hours after the situation is recognized.


C12-5  Inclement Weather and Holiday Work.  The Contractor shall maintain the schedule of services regardless of inclement weather.  Exceptions can be approved by the COR, when severe conditions make it impracticable or dangerous to perform the work.  The Contractor will be notified, by modification to the Task Order, of any COR determination to extend the performance period due to inclement weather.  Work shall be performed on the holidays (Memorial Day, Independence Day, Labor Day and Columbus Day) during the heavy visitation period (April through October).  Also, additional Contractor personnel may be required to adequately take care of the additional work load during periods of heavy visitation.


C12-6  Interruptions to Systems.  All work that would necessitate an interruption of the use of the project or to the systems or otherwise disrupt building occupants and/or the visiting public shall be fully coordinated and approved in advance by the COR.  Interruptions shall be kept to an absolute minimum, and all repairs and replacements of equipment or components shall be accomplished in an expeditious and efficient manner.


C12-7  Pre-Work Conference.  The Contractor and his authorized representative(s) shall attend a pre-work conference, prior to the initiation of work under this contract.  During this meeting, the Contractor shall provide all items listed in Exhibit M, and may raise questions about the contract.  The Government will discuss the Contractor's responsibilities under this contract; identify project instrumentation; discuss the preparation of all reports (including inspection reports), and answer all the Contractor's questions.


C12-8  Morning Meetings.  The Contractor or his authorized representative shall report, in person, to the COR, in the morning, prior to commencement of work, at the project office a minimum of three times per week to discuss contract work items.  Specific topics of discussion at these morning meetings may include issuing Task Orders, inspections, quality control, and upcoming work.  If a Contract Deficiency Report (CDR) is issued, mutual effort will be made to resolve identified problems in order to preclude their recurrence.


C12-9  Contractor Work Schedule.  Prior to beginning work under a Task Order for services which may be random sampled (i.e. cleaning, solid waste removal), the Contractor shall provide to the COR a schedule for the services listed under each section with the completion time for each work item.  The Contractor's representative shall remain at the work site for 15 minutes following each scheduled completion time to permit a Government inspector to check the work.  Any change in this schedule shall be submitted to the COR at least two weeks in advance of the change, unless otherwise approved by the COR.  The work schedule submitted shall be in sufficient detail to allow the Government to inspect all work as it is performed.  A sample Contractor Work Schedule is shown as Exhibit L.


C12-10  Environmental Program.  The Contractor shall comply with Federal, State, and local laws, regulations and standards regarding environmental protection.  All environmental protection matters shall be coordinated with the COR.  Any of the facilities operated by the Contractor may be inspected by the COR, or other Federal, State and local officials on a non-notice basis.  Access for inspection shall be granted upon request.  Citations against Government facilities for noncompliance with environmental standards are a matter for resolution between the Government and the issuing office.  Payment of fines or penalty charges associated with citations issued by Federal, State or local officials will be paid by the Government.  If the citations are issued due to faulty maintenance practices of the Contractor, the COR will deduct the fine from any moneys due the Contractor.  (See also Section C-11 - ENVIRONMENTAL PROTECTION.


C12-11  Safety and Security Requirements.  The Contractor shall comply with all current provisions of the Occupational Safety and Health Act (OSHA) in addition to the requirements of the Corps of Engineers Manual, EM 385-1-1, "Safety and Health Requirements Manual" or as otherwise indicated herein.  If the Contractor fails or refuses to promptly comply with safety and security requirements as specified herein, the COR may issue an order stopping all or part of the work until satisfactory corrective action has been taken.  No part of the time lost due to any such stop 

order shall be made subject to a claim for extension of time or for excess costs or damages to the Contractor.  The Contractor will not be paid for work not performed as a result of the stop order.


C12-12  Damage Reports.  In all instances where Government property and/or equipment is damaged by Contractor employees, a full report of the incident and extent of such damage shall be submitted to the COR, within 2 work days (less weekends and holidays) of occurrence.


C12-13  Contract Deficiency Report (CDR).  A Contract Deficiency Report (CDR) is a formal document used by the Government to process defects in work performed (see Exhibit O).  As initially issued to the Contractor, the CDR describes the deficiency or problem.  The CDR will be discussed with the Contractor or his representative when it is issued.  The Contractor shall provide his written response on the CDR form within 24 hours of issuance.  The Contractor's response shall:



(1)  Identify the cause and corrective action taken, and



(2)  Identify Contractor action to prevent recurrence. 


The COR will evaluate the Contractor's response and take appropriate action, which may include necessary deductions.  Upon finalization of the CDR, the Contractor and the COR shall sign the form and the Contractor will be given a copy of the completed form.  Should the Contractor not concur with any decision or finding, the Contractor may so state, in writing, and request a final decision by the Contracting Officer.  The Contracting Officer will monitor all CDR's issued.  CDR's are the principle evidence used by the Contracting Officer in determining Government contract actions such as termination.


C12-14  Contractor Quality Control Program.  The Contractor shall establish a quality control program to assure the requirements of the contract are provided as specified.  This program must be approved by the Contracting Officer prior to commencement of any work.  One copy of the Contractor's quality control program shall be provided to the COR at the pre-work conference.  Failure to provide appropriate Quality Control may result in issuance of a CDR, and/or termination of the contract.  An updated copy of the quality control program shall be provided to the Contracting Officer and COR on contract start date, and as changes occur.  The program shall include, but not be limited to the following:



(1)  An inspection system covering all the work stated in the contract specifications.  It shall specify areas to be inspected on either a scheduled or unscheduled basis and identify the individuals who will do the inspections.



(2)  A method of identifying deficiencies in the quality of work performed before the level of performance becomes unacceptable.



(3)  A file of all inspections conducted by the Contractor and the corrective actions taken.  This documentation shall be made available to the COR.  A suggested format for the Contractor Quality Control Plan is contained in Exhibit P.


C12-15  Quality Assurance.  The Government will monitor the Contractor's performance in each functional area under this contract and reserve the right to use whatever additional surveillance procedures are deemed appropriate.

The Government will monitor the contract to insure compliance using a Quality Assurance Surveillance Plan (QASP), but reserves the right to alter the plan at its own discretion.  The QASP is included in Exhibit Q for information purposes only.  The Government reserves the right to change methods of inspection as deemed necessary including using procedures in the Contract Clause entitled "Inspection of Services - Fixed-Price" in lieu of the payment analysis method described in the QASP.


C12-16  Deficiencies.  a.  General.  If the Contractor fails to perform, or if performance in any area is judged unsatisfactory, the Government will take corrective action.  If any of the work performed does not conform with contract requirements, the Government may require the Contractor to perform the work again in conformity with contract requirements, at no cost to the Government.  When the defect in work cannot be corrected by reperformance, or cannot be corrected in the specified time frame, the Contractor is required to respond to a CDR and deductions will be determined by one of the following methods:



(1)  Reduce payment to reflect the reduced value of the work performed as determined by the COR.  (Note deductions portion of random sampling explanation in Exhibit Q).



(2)  The Government may, by separate contract or otherwise, perform the work and charge to the Contractor any costs incurred by the Government that are directly related to the performance of such work.  The actual cost includes, but is not limited to, labor costs including benefits, transportation, and materials.


b.  Services.  Deficiencies for specific services are described in detail in the section covering each service to be performed.


C12-17.  Government-Furnished Facilities.  a.  Office and Storage Facilities.  Suitable space will be provided for the Contractor's use for this contract, as listed in Exhibit R.  The Contractor shall maintain such space or grounds to the same, or higher standards, as similar areas occupied by the Government, and shall assume responsibility for the safekeeping of facilities provided.  The Contractor shall not use those grounds or facilities as a place of habitation.  At the completion of the contract, all facilities shall be returned to the Government in the same condition as received, except for reasonable wear and tear.  The Contractor shall be held responsible for the cost of any repairs caused by negligence on the part of the Contractor or Contractor employees.  Modifications or changes shall not be made to any facilities without prior approval of the COR.  Any modifications to the facilities shall be at the Contractor's expense.  The Contractor shall be responsible for maintaining physical security for the Government-furnished facilities.  Should the Contractor reject any or all Government-furnished facilities, the Contractor shall provide all necessary facilities at no cost to the Government.  All Government-furnished facilities shall be used only for the performance of the work under this contract.


b.  Telephone.  Telephones furnished by the Government shall be used for Government business only.


c.  Utilities.  Where utilities are furnished by the Government, the Contractor shall make a dedicated effort to conserve utilities usage and shall comply with all Government regulations regarding energy conservation.  Government-furnished utilities shall be used only in the performance of work specified in this contract.


d.  Forms.  All Government forms required by the Government to be used under this contract will be provided by the Government during the contract period.


e.  Control.  The Government will provide sufficient keys to allow access to secure areas.  The Contractor shall be held responsible for losses due to his unauthorized duplication of keys or negligence and for the replacement of compromised locks (which is required due to loss or duplication of keys).  Upon completion (including any extensions of contract term) or termination of the contract for any reason, the Contractor shall return all Government-furnished keys.


C12-18.  Safeguarding Government Property.  The Contractor shall cooperate with Government personnel in safeguarding Government property.  The Contractor shall be responsible for promptly reporting all acts of vandalism, larceny, or pilferage of Government property to the COR.  The Contractor shall establish security procedures and safeguards, that are compatible with the Government's existing procedures, to protect all equipment, material, tools, and other resources.  The Contractor shall cooperate with, and provide any assistance necessary to the Government, during any audits, usage checks of expendable property and inventories of non-expendable property.  Any item of value found on the work sites shall be placed in the custody of the COR for return to the owner, if ownership can be established.


C12-19.  Reports. The Contractor shall, in an accurate and timely manner, prepare all reports, forms, permits, etc., as required in this contract.  The list of reports, forms, permits, etc., may include, but is not limited to the following:




Schedule of Work




Campground Log




User Permits (ENG Form 4457)




Remittance Register (ENG Form 3313)




Contractor Register




Telephone Log




Contractor Portion of any CDR




Herbicide Application Record (ORD Form 1031)




User Fee Credit Voucher Request




Hand Receipt Forms




Accident Report Forms




Reservation Request


C12-20  Acronyms.  The following acronyms are used throughout this specification:



QCI

Contractor's Quality Control Inspector



CDR

Contractor Deficiency Report



COAR

Contracting Officer's Authorized





  Representative



COR

Contracting Officer's Representative





  (same as COAR - the terms are used





  interchangeably)



CR

Contractor's Representative



QASP

Quality Assurance Surveillance Plan
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